Development of a multicomponent force and moment balance for water tunnel applications, volume 2 by Smith, Brooke C. et al.
NASA Contractor Report 4642
tRIGIHALCONTAINS
_OLOR ILLUSTRATIONS
Development of a Multicomponent
Force and Moment Balance for
Water Tunnel Applications,
Volume II
Carlos J. Sua'rez, Gerald N. Malcolm, Brian R. Kramer,
Brooke C. Smith, Bert F. Ayers
Eidetics International, Inc
Torrance, California
Prepared for
NASA Dryden Flight Research Center
Contract NAS2-13571
National Aeronautics and
Space Administration
Office of Management
Scientific and Technical
Information Program
1994
%
https://ntrs.nasa.gov/search.jsp?R=19950012541 2020-06-16T09:15:54+00:00Z
k_i' / i_?_ ii ¸/ "_i_ !
TABLE OF CONTENT$
Page
ABSTRACT ...................................................................................................... 1
NOMENCLATURE ......................................................................................... 2
1.0 INTRODUCTION ............................................................................... 3
2.0 PHASE II TECHNICAL OBJECTIVES AND APPROACH ............. 4
3.0 WATER TUNNEL MODEL SUPPORT IMPROVEMENTS ............ 5
3.1 Upgrade For Dynamic Force/Moment Measurements ........................ 5
3.2 Computerized Driver and Controller ................................................... 6
3.3 Motion Software ................................................................................... 6
3.4 Roll Mechanism Description ............................................................... 7
3.5 Rotary Rig Description ........................................................................ 7
EXPERIMENTAL SETUP .................................................................. 7
4.1 Water Tunnel ....................................................................................... 7
4.2 Models ................................................................................................. 7
4.3 Instrumentation .................................................................................... 8
4.4 Data Acquisition/Reduction Software ................................................. 8
DYNAMIC EXPERIMENTS IN PITCH ............................................ 9
5.1 Methodology and Inertial Tares ........................................................... 9
5.2 Software ............................................................................................... 10
5.3 Effect of Data Sampling Rate and Filtering ......................................... 10
5.4 70 ° Delta Wing Results ........................................................................ 11
5.4.1 Pitch-Up/Hold and Pitch-Down/Hold Maneuvers .................. 11
5.4.2 Pitch Oscillations ..................................................................... 12
5.5 F/A-18 Results ..................................................................................... 13
5.5.1 Pitch-Up/Hold and Pitch-Down/Hold Maneuvers .................. 13
5.5.2 Pitch Oscillations ..................................................................... 15
4.0
5.0
• /i¸ • •i¸ k ill¸ _ ,•_•i .... ••• __,i _¸_ , i••• • _ •
iii
6.0 DYNAMIC EXPERIMENTS IN YAW .............................................. 16
6.1 Methodology.........................................................................................16
6.2 Software................................................................................................16
6.3 Results .................................................................................................16
7.0 DYNAMIC EXPERIMENTS IN ROLL .............................................. 16
7.1 Methodology.........................................................................................16
7.2 Software................................................_...............................................17
7.3 Wing RockExperiments.......................................................................17
7.4 Forced-To-RollExperiments................................................................18
7.4.1 80° Delta WingModel Results................................................18
7.4.2 1.32nd-ScaleF/A-18Model Results........................................19
8.0 ROTARY BALANCE WATER TUNNEL TESTS.............................20
8.1 Methodology.........................................................................................20
8.2 Software................................................................................................21
8.3 Results .................................................................................................21
9.0 CONCLUSIONS ..................................................................................23
10.0 ACKNOWLEDGMENTS ....................................................................24
FIGURES ..........................................................................................................25
REFERENCES ..................................................................................................120
iv
• _i •_! • • •• i• _•ii_ •
Figure 1 -
Figure 2 -
Figure 3 -
Figure 4 -
Figure 5 -
Figure 6 -
Figure 7 -
Figure 8 -
Figure 9 -
Figure 10-
Figure 11 -
Figure 12-
Figure 13-
Figure 14-
Figure 15-
Figure 16-
Figure 17 -
Figure 18 -
Figure 19-
Figure 20 -
LIST OF FIGURES
Page
Water Tunnel Model Support .............................................................. 25
Data Acquisition/Reduction System and Motion Driver/Controller ..... 25
Software Front Panels ......................................................................... 26
Schematics and Photograph of the Water Tunnel Roll Mechanism ..... 28
Roll Mechanism Assembly .................................................................. 29
Schematics and Photograph of the Water Tunnel Rotary Rig .............. 30
Rotary Rig Assembly .......................................................................... 31
Delta Wing Models .............................................................................. 32
1/32nd-Scale F/A-18 Model ................................................................ 33
1/48th-scale F/A-18 Model ................................................................. 34
Inertial Tares During a Pitch-Up and Hold Maneuver
(70 ° Delta Wing) ...................................................................... . ........... 34
Inertial Tares During Pitch Oscillations ............................................... 35
Software Front Panels Used During Dynamic Tests ........................... 36
Effect of Sampling Number on Dynamic Data .................................... 37
Effect of Digital Filter (Butterworth) on Dynamic Data ....................... 37
Effect of Pitch Rate on the Longitudinal Characteristics of the
70 ° Delta Wing During a Pitch-Up and Hold Maneuver ...................... 38
Effect of Pitch Rate on the Longitudinal Characteristics of the
70 ° Delta Wing During a Pitch-Down and Hold Maneuver ................. 40
Effect of Acceleration on the Normal Force of the
70 ° Delta Wing During a Pitch-Up and Hold Maneuver ...................... 41
Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the 70 ° Delta Wing During a Pitch-Up and Hold Maneuver ............ 42
Normal Force Variations During Pitch Oscillations about Different
Mean Angles of Attack txo at k = 0.0376 (70 ° Delta Wing) ................. 43
.... _"_/' ii_,;, i _¸, , i .... , i '¸_,r i IL/_
Figure 21 -
Figure 22 -
Figure 23 -
Figure 24 -
Figure 25 -
Figure 26 -
Figure 27 -
Figure 28 -
Figure 29 -
Figure 30 -
Figure 31 -
Figure 32 -
Figure 33 -
Figure 34 -
Figure 35 -
Figure 36 -
Angle of Attack, CN and Cm Time Histories During a Pitch
Oscillation from ot = 14° to 50 ° at k = 0.0376 (70 ° Delta Wing) .......... 44
Pitching Moment Variations During Pitch Oscillations about
Different Mean Angles of Attack Oto at k = 0.0376
(70 ° Delta Wing) .................................................................................. 45
Effect of Frequency on the Normal Force During Pitch Oscillations
about Different Mean Angles of Attack ao (70 ° Delta Wing) .............. 46
Percentage of Normal Force Overshoot During Pitch Oscillations
at Different Frequencies (70 ° Delta Wing) ........................................... 47
Constant Period Pitch Oscillations at k = 0.0376 (70 ° Delta Wing) ..... 48
Effect of Acceleration During Pitch Oscillations
(70 ° Delta Wing, O)max = 0.56 deg/sec) .............................................. 49
Effect of Acceleration During Pitch Oscillations
(70 ° Delta Wing, mmax = 1.12 deg/sec) .............................................. 50
Effect of Maximum Angular Velocity During Pitch Oscillations
(70 ° Delta Wing, a = 0.1 deg/sec 2) ..................................................... 51
Effect of Maximum Angular Velocity During Pitch Oscillations
(70 ° Delta Wing, a = 1.0 deg/sec 2) ..................................................... 52
Effect of Frequency on the Longitudinal Characteristics During
Large Amplitude (_ = 16 ° to 64 °) Pitch Oscillations
(70 ° Delta Wing) .................................................................................. 53
Comparison of Water Tunnel Data to Results from Ref. 5 for Large
Amplitude Pitch Oscillations (70 ° Delta Wing) .................................... 54
Effect of Pitch Rate on the Normal Force and Pitching and Yawing
Moments During a Pitch-Up and Hold Maneuver (F/A-18) ............... 55
Force/Moment and Angle of Attack Time Histories During a
Pitch-Up and Hold Maneuver (F/A-18) .............................................. 56
Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the F/A-18 During a Pitch-Up and Hold Maneuver ........................ 58
Effect of Ending Angle of Attack on the Longitudinal Characteristics
of the F/A-18 During a Pitch-Up and Hold Maneuver ........................ 59
Effect of Acceleration on the Longitudinal Characteristics of the
F/A-18 During a Pitch-Up and Hold Maneuver .................................. 60
vi
i
Figure 37 -
Figure 38 -
Figure 39 -
Figure 40 -
Figure 41 -
Figure 42 -
Figure 43 -
Figure 44 -
Figure 45 -
Figure 46 -
Figure 47 -
Figure 48 -
Figure 49 -
Figure 50 -
Figure 51 -
Figure 52 -
Effect of Pitch Rate on the Longitudinal Characteristics of the F/A-18
During a Pitch-Down and Hold Maneuver .......................................... 61
Persistence of Normal Force During Pitch-Up/Down and Hold
Maneuvers (F/A-18, Comparison to Wind Tunnel Test, Ref. 8) ........ 62
Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the F/A-18 During a Pitch-Down and Hold Maneuver .................... 63
Pitch Oscillations about Different Mean Angles of Attack Oto
(F/A- 18, k = 0.04) .............................................................................. 64
Pitch Oscillations about Different Mean Angles of Attack OCo
(F/A- 18, k = 0.06) .............................................................................. 65
Effect of Frequency on the Longitudinal Characteristics of
the F/A-18 During Pitch Oscillations ................................................... 66
Percentage of Normal Force Overshoot During Pitch Oscillations
at Different Frequencies (F/A-18) ....................................................... 67
Large Amplitude Pitch Oscillations about Different Mean
Angles of Attack O_o(F/A- 18, k = 0.04) ............................................. 68
Yawing Moment Variations During Large Amplitude Pitch
Oscillations (F/A-18, k = 0.04) ........................................................... 69
Sideslip Angle and Yawing and Rolling Moment Time Histories
During Yaw Oscillations (F/A- 18, _ = 30 °) .................................. . ..... 70
Hysteresis Loops During Yaw Oscillations
(F/A- 18, cx = 30 °) ................................................................................ 71
Roll Angle History of Wing Rock at o_ = 35 °
(80 ° Delta Wing) .................................................................................. 73
Time Histories of Roll Angle, Angular Velocity and Angular
Acceleration During Wing Rock at _x = 35 ° (80 ° Delta Wing) .............. 73
Phase Plots for One Cycle of Wing Rock at o_ = 35 °
(80° Delta Wing) .................................................................................. 75
Rolling Moment Variations During Roll Oscillations
(80 ° Delta Wing, o_= 35 °, k =0.1) ..................................................... 76
Rolling Moment Variations During Roll Oscillations
(80 ° Delta Wing, o_= 35 °, k = 0.24) ................................................... 77
vii
L
?
: 4 , •
Figure 53 -
Figure 54 -
Figure 55 -
Figure 56 -
Figure 57 -
Figure 58 -
Figure 59 -
Figure 60 -
Figure 61 -
Figure 62 -
Figure 63 -
Figure 64 -
Figure 65 -
Figure 66 -
Figure 67 -
Figure 68 -
Rolling Moment Variations During Roll Oscillations
(80 ° Delta Wing, cz= 35 °, k = 0.48) ................................................... 79
Rolling Moment Variations During Roll Oscillations
(80 ° Delta Wing, _ = 35 °, k = 0.9) ...... i.............................................. 80
Roll Angle, Angular Velocity and Angular Acceleration Variations
During Roll Oscillations (80 ° Delta Wing, o_= 35 °, k = 0.9) .............. 81
Longitudinal and Directional Characteristics Variations During
Roll Oscillations (80 ° Delta Wing, ot = 35 °, k = 0.1) ......................... 83
Longitudinal and Directional Characteristics Variations During
Roll Oscillations (80 ° Delta Wing, ot = 35 °, k = 0.48) ....................... 85
Longitudinal and Directional Characteristics Variations During
Roll Oscillations (80 ° Delta Wing, cz = 35 °, k = 0.9) .......................... 87
Normal and Side Force Hysteresis Loops During Roll Oscillations
(80 ° Delta Wing, cz = 35 °, k = 0.1) ..................................................... 89
Normal and Side Force Hysteresis Loops During Roll Oscillations
(80 ° Delta Wing, cz = 35 °, k = 0.48) ................................................... 90
Normal and Side Force Hysteresis Loops During Roll Oscillations
(80 ° Delta Wing, cz = 35 °, k = 0.9) ..................................................... 91
Roll Angle and Force/Moment Time Histories During
Roll Oscillations (F/A- 18, cz = 40 °, k = 0.025) ................................... 92
Roll Angle and Force/Moment Time Histories During
Roll Oscillations (F/A-18, cz = 40 °, k = 0.050) ................................... 94
Roll Angle and Force/Moment Time Histories During
Roll Oscillations (F/A- 18, cz = 40 °, k = 0.10) ..................................... 97
Rolling Moment Hysteresis Loops During Roll Oscillations
(F/A- 18, ot = 40°) ................................................................................ 99
Rolling Moment Variations During Roll Oscillations
(F/A- 18, o_= 40 °, k = 0.025) .............................................................. 101
Roll Angle, Angular Velocity and Angular Acceleration Variations
During Roll Oscillations (F/A-18, cz = 40°, k = 0.025) ....................... 102
Rolling Moment Variations During Large Amplitude Roll
Oscillations at Different Angles of Attack (F/A- 18, k = 0.040) ........... 104
.oo
Vlll
) E ••
Figure 69 -
Figure 70 -
Figure 71 -
Figure 72 -
Figure 73 -
Figure 74 -
Figure 75 -
Figure 76 -
Hysteresis Loops During Large Amplitude Roll Oscillations
(F/A- 18, ot = 20 °, k = 0.040) .............................................................. 105
Software Front Panels Used During Rotary-Balance Tests ................. 107
Results of Static Experiments on the 1/48th-Scale F/A-18 Model ....... 108
Results of Rotary-Balance Tests at ot = 30 °
(1/48th-Scale F/A-18 Model) .............................................................. 110
Flow Visualization During Rotary-Balance Tests at _ = 30 ° ............... 113
Flow Visualization During Rotary-Balance Tests at c_ = 50 ° ............... 114
Results of Rotary-Balance Tests at ot = 50 °
(1/48th-scale F/A-18 Model) .............................................................. 115
Results of Rotary-Balance Tests at o_= 50 °
(1/48th-Scale F/A-18 Model) .............................................................. 117
ix
k
_5
¢_ >.
r_
ABSTRACT VOL. 2
The principal objective of this research effort was to develop a multi-component strain
gauge balance to measure forces and moments on models tested in flow visualization water
tunnels. Static experiments (which are discussed in Volume I of this report) were conducted, and
the results showed good agreement with wind tunnel data on similar configurations. Dynamic
experiments, which are the main topic of this Volume, were also performed using the balance.
Delta wing models and two F/A-18 models were utilized in a variety of dynamic tests. This
investigation showed that, as expected, the values of the inertial tares are very small due to the
low rotating rates required in a low-speed water tunnel and can, therefore, be ignored.
Oscillations in pitch, yaw and roll showed hysteresis loops that compared favorably to data from
dynamic wind tunnel experiments. Pitch-up and hold maneuvers revealed the long persistence,
or time-lags, of some of the force components in response to the motion. Rotary-balance
experiments were also successfully performed. The good results obtained in these dynamic
experiments bring a whole new dimension to water tunnel testing and emphasize the importance
of having the capability to perform simultaneous flow visualization and force/moment
measurements during dynamic situations
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DEVELOPMENT OF A MULTI-COMPONENT FORCE AND MOMENT
BALANCE FOR WATER TUNNEL APPLICATIONS
Volume II - Dynamic Water Tunnel Tests
1.0 INTRODUCTION
Water tunnels have been utilized in one form or another to explore fluid mechanics and
aerodynamics phenomena since the days of Leonardo da Vinci. Many studies (Refs. 1-6) have
shown that the flow fields and the hydrodynamic forces in water tunnels axe equivalent to the
aerodynamic flow fields and forces for models in wind tunnels for the incompressible flow regime
(i.e., Mach numbers less than 0.3). Only in recent years, however, have water tunnels been
recognized as highly useful facilities for critical evaluation of complex flow fields on many modem
vehicles such as high performance aircraft. Water tunnel testing is attractive because of the
relatively low cost and quick turn-around time to perform experiments and evaluate the results.
Models are relatively inexpensive (compared to wind tunnel models) and can be built and modified
as needed in a relatively short time period. The response of the flow field to changes in model
geometry can be directly assessed in water tunnel experiments with flow visualization. Detailed
flow visualization also is an excellent means of understanding the physics of the flow.
Understanding the flow structure and how the flow field interacts with the aircraft surfaces is
extremely valuable in making configuration changes to solve specific aerodynamic problems.
While flow visualization is very valuable and is the primary reason for the existence of
many water tunnels, there are some limitations, as there are for all experimental facilities. One of
the principal limitations of a water tunnel is that the low flow speed, which provides for detailed
visualization, also results in very small hydrodynamic (aerodynamic) forces on the model, which,
in the past, have proven to be difficult to measure accurately. In most cases where force and
moment information is essential, wind tunnel tests (usually with a different model) eventually have
to be performed. The advent of semi-conductor strain gauge technology and devices associated
with data acquisition such as low-noise amplifiers, electronic filters, and digital recording has made
accurate measurements of very low strain levels feasible. If the water tunnel could also determine
forces and moments to some level of accuracy simultaneously with the flow visualization, there
would be a definite saving in time and cost in the selection and creation of the proper model to be
constructed for sub-scale wind tunnel tests. Knowledge of the cause and effect of the complex
flows and resulting non-linear aerodynamics at high angles of attack requires the capability to
correlate what we see with what we measure in terms of airframe loads.
The increasing interest in flying at very high angles of attack (post-stall) to improve fighter
aircraft agility and maneuverability dictates a pronounced emphasis in developing testing
techniques to investigate dynamic situations in this flow regime. On a single maneuver, an
advanced fighter aircraft can encounter attached flows, vortex and burst vortex flows, and totally
separated flows. In particular, these vortical and highly separated flows are very sensitive to
unsteady or time variant effects. The understanding of these flows is extremely important in the
design or improvement of this type of aircraft, and the water tunnel force/moment balance may also
provide a capability for quantitative dynamic experiments. The fact that flow visualization and
force measurements can be performed simultaneously with relative simplicity in the water tunnel
can be of significant importance to obtain a direct correlation between the changes in the flow field
and the response of the forces and moments. Another advantage of conducting dynamic tests in a
water tunnel is related to the motion and data acquisition rates. The high flow speed typical of
wind tunnel tests requires rapid movement of the model in order to simulate a properly scaled
dynamic maneuver and the motions are mechanically difficult to implement. The fast model
movement also places demanding requirements on the response of the data acquisition system to
acquire data at high sample rates. In contrast, the flow speed of water tunnel tests is typically
3
i r'
_ii _ _
muchlower (two ordersof magnitudeor more),andconsequently,themodelmotionrequiredto
simulatea dynamicmaneuveris alsoveryslow. Thus,theresponseratesfor dataacquisition
requiredfor forceandmomentmeasurementsduringtransientanddynamicsituationsin awater
tunnelarelessdemandingthanin awind tunnel. This phaseof theresearchprogramwasfocused
notonly in developingtheforce/momentbalance,but in developingthehardware,softwareand
techniquesor proceduresthatallow obtainingmeaningfuldynamicdatain a watertunnel.
ThePhaseI of thisSBIR contractshowedpromisingresultswith a three-componentwater
tunnelbalance,andtherefore,theeffort to develop,constructandtestamulti-componentwater
tunnelbalancewasclearlyjustified. This final report,which is dividedinto two Volumes,
summarizestheresultsof thePhaseII researchprogram.VolumeI providesadetaileddescription
of thebalance,calibrationprocedureanddataacquisition/reductionhardwareandsoftware,and
presentsresultsof thecalibrationandof thestaticwatertunneltestsperformedonseveralmodels.
VolumeII describestheimprovementson thewatertunnelmodelsupportrequiredto perform
dynamictests(computerizedmotions,newroll mechanism,rotarybalancerig, etc.)anddiscusses
thedynamictestsperformed,includingmethodology,resultsandcomparisons,whenpossible,to
wind tunnel tests.
2.0 pHASE II TECHNICAL OBJECTIVES AND APPROACH
The overall objective of the Phase 11research program was to design, develop and test a
five-component force and moment strain gauge balance and perform both static and dynamic
experiments to verify its performance. In addition to the basic balance, a complete calibration
system and data acquisition hardware and software were developed and integrated. The balance
needed to oe capable of measuring forces and moments on 3-dimensional aircraft models that are
sting mounted from the rear, similar to typical wind tunnel mounting techniques. Of special interest
during this phase of the contract was the use of the balance to perform dynamic experiments,
including rotary balance tests. The Eidetics water tunnel model support system, which had the
capability for model motions in pitch and yaw, was expanded to perform high-fidelity dynamic
motions in three axes (pitch, yaw, and roll). A roll mechanism and a rotary rig were designed and
built, and the existing motors and electronics of the model support were improved. The unique
capability of performing simultaneous force measurements and flow visualization during dynamic
situations was of primary importance in this project.
The long-term goal of the contract was to create and demonstrate a comprehensive test
capability in the Eidetics water tunnel for static and dynamic tests including a complete and stand-
alone force/moment data acquisition and reduction system. To accomplish this, the specific
technical objectives of the proposed program were the following:
1. Design and build a 5-component force/moment balance compatible with the Eidetics
water tunnel or similar.
2, Design and build a suitable calibration rig and related hardware and software to perform
an accurate balance calibration.
3. Design, purchase and assemble the necessary data acquisition system components to
acquire and process the data into engineering units for display, printing and plotting. Write the
required software to process, display and plot the balance data and reduced aerodynamic
coefficients along with the model position and motion time history as required.
4. Perform static force and moment measurements on generic configurations (delta wings)
and on an F/A-18 model, and compare results to existing wind tunnel data.
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5. Increasethetestcapabilityof theEideticswatertunnelmodelsupportsystemfrom the
presenttwo axesof motion (pitchandyaw) to threeaxes(pitch,yaw,roll) andmodify themodel
supportdrivecontrolsystemto producehigh-resolutionmotionsin all threeaxesto acquire
"dynamic"forceandmomenttime-historydata.
6. Developatechniquefor conductingdynamictests.Performtestsusingthesamemodels
andmeasuretime-lagresponseof theforcesandmomentsto forcedmotionssuchashigh-
amplitudepitch-upsandbody-axisroll. If possible,performanddisplayflow visualizationand
forcemeasurementsimultaneously.
7. Developanapparatusfor producinga "coning"motion,or aroll motionaboutthe
velocity vectorwith fixedangleof attackandsideshp,commonlyperformedin wind tunneltests
on arotary-balanceapparatus.Performtestson theF/A-18modelto evaluatethetestcapability
andcomparetheresultsto therotary-balancedataontheF/A-18 obtainedbyEideticsin theAmes 7
x 10-ft wind tunnel under another SBIR Phase II contract.
The approach to developing the test capabilities outlined in the specific objectives focused
on designing, building, assembling and testing a complete operational system that is tailored to the
needs of a typical water tunnel user. The balance and data acquisition system were designed to be
as versatile as possible in order to accommodate a wide variety of water tunnel applications. The
main goal was to be able to provide a complete balance and data acquisition system that the user
can install in his/her water tunnel facility without having to commit significant time and money to
make it operational. The balance and the calibration equipment are the heart of the system; the
remaining components, consisting of the appropriate signal conditioning and amplifying
equipment, data acquisition hardware, and desktop computer are available off-the-shelf. A
complete and user-friendly software package to process the balance and tunnel-related information
was developed using LabView (Version 3.0), a popular and widely used graphical programming
language. All the improvements to the model support and hardware designed and built to conduct
the dynamic tests, despite being customized for the Eidetics water tunnel, can be slightly modified
and adapted for use in any other tunnel.
A five-component balance, a calibration rig and a copy of the data acquisition/reduction
software axe delivered to NASA Dryden along with this final report. Again, discussions related to
the first four objectives are presented in Volume I of this final report. Results of this research
effort regarding the dynamic tests in objectives 5-7 are the main subjects of this Volume.
3.0 WATER TUNNEL MODEL SUPPORT IMPROVEMENTS
3.1 UPGRADE FOR DYNAMICFORCE/MOMENT MEASUREMENTS
The computer-controlled feature of the existing water tunnel model support system allowed
the model to be driven open loop through specific motions of the user's choice, as long as the
rotational velocity did not exceed 15 deg/sec. While this provided sufficient capability to visualize
the flow field of a model in motion, it did not provide the precision required for accurate motion
time histories for measuring forces and moments. The model motion must be very smooth or large
inputs to the balance will be generated from vibration and noise. The challenge was to smooth out
the drive system both mechanically and electronically to better provide a high-fidelity motion
history.
The primary upgrade to produce high-resolution motions with minimum vibration or
undesirable unsteadiness was to include position feedback in the motor drive controller. The
original motors used in the pitch and yaw axes were replaced with GLOBE DC permanent magnet
planetary gear motors with HP incremental optical encoders. This 24 Volt motor, which is also
J
i• / r
• • ••i i :•• • ¸¸¸¸I••I•i •i!•¸IS ii i
used in the new roll mechanism, has a gear ratio of 36:1 and can provide a maximum speed (no
load) of 5,700 rpm and a maximum continuous torque of 102 oz. in. These specifications totally
satisfy therequirements for performing the dynamic experiments. The HP encoder, which has a
resolution of 512 CPR (cycles per revolution), provides the required position feedback to obtain
accurate motions in the three axes. The new motors installed in the model support are shown in
Fig. 1.
3.2 COMPIfFERIZED DRIVER AND CONTROLLER
The DC motors are driven and controlled with an off-the-shelf system manufactured by
nuLogic. The nuDrive is a complete power amplifier and system interface unit for up to three axes
of servo or stepper motion control (Fig. 2). For servo motors, nuDrive utilizes PWM amplifiers
with a 10 Amp peak output current rating and a 48 Volt DC bus, and it provides everything needed
to interface motors, encoders, limit switches and motion hardware to the motion control board,
nuControl. The nuControl board is a fully programmable, three-axis motion controller that plugs
directly into any NuBus Apple Macintosh II computer. Each axis can be programmed for velocity,
acceleration and position control in both continuous and point-to-point motion. Closed loop servo
performance is fully programmable via a time samples digital filter control loop. A Macintosh
Quadra 700 computer is used for both data acquisition/reduction and for motion control.
3.3 MOTION SOP-'I_ARE
The software used in this project, developed specifically for this application, was written
using National Instrument's LabView (Version 3.0), a graphical programming language. A library
with virtual instruments that handle basic motion commands was provided by nuLogic, the
manufacturer of the controller and drive system used. These virtual instruments were integrated
into a program that allows moving the model with single commands or more complicated,
prescribed trajectories in any of the three axes (the "Multi-Axis" feature is still under development).
The software section for the motion control can be opened by clicking on the "Move Model" button
of the main front panel (Fig. 3a). Within this sub-panel (Fig. 3b), the model can be moved with
different angular rates or accelerations in any of the three axes. Three meters indicate the position
of the model in degrees. The "Re-Initialize or Calibrate" sub-panel provides the features illustrated
in Fig. 3c. The "Initialize" panel is used to specify the motor and encoder characteristics for each
of the axes. With the "Re-Zero Position" button, the indicators can be re-zeroed at any time; this is
very useful when leveling the model in the tunnel. A bubble is used to level the model in pitch and
roll; dye streamlines are used to align the model in yaw. After the model is leveled, the indicators
are re-zeroed and the encoder will provide the position referenced to that zero location. In order to
read degrees directly, the user can specify different "gearing constants" (two per axis). These
constants convert the DC motor revolutions into degrees of motion of the model support for the
particular axis. With the hardware utilized in this investigation, the gearing constants are 36 for the
gearmotor in each axis, and then 44, 30 and 40 for the pitch, yaw and roll axes, respectively.
These last set of constants are the gear/track ratios for the C-strut and turntable (pitch and yaw),
and the ratio between worm and worm-gear in the roll mechanism. The "Settling Time" feature
was not used for these tests.
In addition to these "single command" motions, pre-programmed trajectories can be
specified in any axis. These motions include ramp-hold, saw-tooth and sine wave approximations,
as shown in Fig. 3d, and the user can specify the amplitude, velocity, acceleration, number of
cycles, etc. The panel for commanding a Ramp-Hold motion is depicted in Fig. 3e, and inputs for
this example include starting angle (deg), ending angle (deg), velocity (deNsec) and acceleration
(deg/sec2).
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3.4 ROLL MECHANISM DESCRIPTION
The existing model support used with the Eidetics Water Tunnel was capable of generating
motions in the pitch and yaw axes. The pitch motion is provided by a motor-driven C-strut in the
vertical plane and the yaw motion is generated with a motor-driven turntable in the horizontal
plane. In order to provide the versatility of varying the model attitude in any of the three axes, it
was proposed to add a mechanism to roll the model.
The roll mechanism, shown in Fig. 4, consists of one main stainless steel support that
attaches to the C-strut. Side, top and bottom aluminum plates conform a "box" that provides
housing to all the hardware. Three bulkheads, with stainless steel bearings, support the shaft. The
motion is transmitted from the motor to the shaft by means of a worm gear. The motor is located
on top, outside the tunnel, on a bracket attached to the C-strut. Since both the roll mechanism and
the motor are attached to the C-strut, the angle of attack can be varied from 0 ° to 50 ° without
modifying the relative position of the components. A 0.64 cm (1/4") rod connects the motor and
the roll mechanism, with the worm gear providing the 90 ° motion transmission. The gear and
worm gear combination proved very smooth and no backslash problems were noticed. The
different components of the roll mechanism are shown in more detail in Fig. 5.
3.5 ROTARY RI0 DESCRIPTION
The water tunnel rotary rig is very similar to the apparatus developed for the F/A-18 wind
tunnel experiments at the NASA Ames 7 x 10-ft wind tunnel. One difference, of course, in the
wind tunnel apparatus, is that the model can be rotated continuously since the electrical signals
from the balance can be carded across the rotating interface with electrical sliprings and there are no
dye tubes to be concerned about. Since no sliprings were used ("submersible" electrical sliprings
were not available), the water tunnel rig can only be rotated for 3-4 revolutions in each direction
and large service loops in the dye tubes and the balance wires are provided to avoid excessive
twisting.
The rig consists of an aluminum C-strut that attaches to the roll mechanism by means of a
special adapter ('Fig. 6). The angle of attack is changed manually by sliding the arm along the C-
strut, allowing testing at angles of attack between 0 ° and 60 °. Once the desired ot is obtained, the
ann is f'uced in position with two screws. Sideslip can be varied by rotating the sting in the adapter
located at the end of the arm. Figure 7 shows an assembly drawing of the rotary rig, with the arm
and sting at both angle of attack extremes (or = 0 ° and 60°).
4.0 EXPERIMENTAL SETUP
4.1 WATER TUNNEI J
All experiments were conducted in the Eidetics 2436 Flow Visualization Water Tunnel.
The facility is a continuous horizontal flow tunnel with a test section 0.91 m (3 ft) high x 0.61 m (2
ft) wide x 1.83 m (6 ft) long. The tunnel speed can be varied from 0 to 30 cm/sec (1 ft/sec). The
model is mounted inverted, and it is possible to test at angles of attack between 0 ° and 65 °, at
sideslip angles between -25 ° and 25 ° , and at any roll angle.
4.2
Flat plate delta wings with 70 ° and 80 ° sweep angles were used for these experiments. The
delta wings, which are shown in Fig. 8, havea main chord of 38.1 cm (15"), have a double-
beveled leading edge and are made of aluminum. The balance is located at the model centerline and
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thereferencecenteris attheC/3position,or 50%of themeanaerodynamicchordc (c is definedas
2/3C). Two fiberglassfairings(topandbottom)coveredtheentirebalance.
Additionaldynamicexperimentswereperformedona 1/32nd-scaleF/A-18model,seenin
Fig. 9. Theplasticmodel isequippedwith dyeportsfor flow visualization,andthebalanceis
attachedto aninternalaluminumplate.Controlsurfaceswerefixedat 0° throughoutheentireset
of experiments(leadingedgeflapswerefixedat34°). Momentsarereferencedto the25%
location,exceptwhenindicated.
Therotarybalanceexperimentswereperformedona 1/48th-scaleF/A-18 dueto size
constraintsin thewatertunnel. Thewidthof thetestsection(24 inches)did not allow theuseof
the 1/32nd-scaleF/A-18modelutilizedfor theotherdynamicexperiments.Thesmallerplastic
model,which hasaspanof 24.7cm (10.1inches),is depictedin Fig. 10.
4.3 INSTRUMENTATION
The heart of the instrumentation is the five-component water tunnel balance, which allows
measuring all forces and moments except for the axial component. Semi-conductor strain gauges
are used to obtain the desired sensitivity. Since the balance operates under water, the strain
gauges, connectors and wires were water-proofed. The balance was carefully calibrated using a
custom built calibration rig. Results of the calibration revealed linear response in the primary
sections, low component interactions and no hysteresis. A detailed description of the balance and
calibration procedures and results can be found in Volume I of this final report.
A multi-channel system for generating conditioned high-level signals from strain gauge
inputs was used. The eight-channel system is a MEASUREMENT GROUP Model 2100 strain
gauge conditioner and amplifier. During all the dynamic experiments, the excitation voltage was 5
Volts and the external gain was 200 in all channels. Five (one per channel) 100 f_ external
potentiometers are used to balance each bridge under any loading condition when the internal
potentiometer of the signal conditioner does not provide the required range.
The output lines for each channel are routed both to the digital display of the signal
conditioner and to the A/D board inside the Macintosh Quadra 700 computer (by means of a ribbon
cable). The board is a National Instruments NB-MIO-16XL, which is a high-performance multi-
function analog, digital and timing I/O board for Macintosh NuBus computers. Features of this
board include: fast 16-bit ADC, 16 single-ended or 8 differential channels, programmable gains,
guaranteed rates up to 55 ksamplesdsec, etc. The high sampling rate capability of the A/D board
proved extremely useful for the dynamic experiments.
4.4 DATA ACQUISITION/REDUCTION SOFTWARE
As mentioned in Section 3.3, the software for the motion control and data
acquisition/reduction system was written using LabView. The goal was to provide software that is
user friendly, easy to use and modify as needed for specific applications, and is versatile in its
ability to reduce and display the balance and tunnel condition data efficiently and effectively. The
basic methodology for the data reduction system, particularly the treatment of the balance
equations, was initiated using the same approach used for typical wind tunnel data reduction
schemes. The data acquisition/reduction software allows to perform a full balance calibration, as
well as the static and dynamic experiments. The main front panel of the program was already seen
in Fig. 3a. As was done in Volume I, a brief description of each "sub-panel" will be provided in
different sections in this report (where that particular panel or software feature is utilized). Of
particularinterestis thespecializedsoftwarefor acquiring/reducingtherotarybalancedata(see
Section8.2)
5.0 DYNAMIC EXPERIMENTS IN PITCH
Experiments in pitch were conducted using the 70 ° delta wing and the 1/32nd-scale F/A-18
models. The tests included pitch-up/pitch-down and hold maneuvers and oscillations at different
amplitudes and frequencies.
5.1 METHODOLOGY AND INERTIAL TARES
The first step in performing the dynamic experiments in pitch was to obtain a weight (static)
tare throughout the angle of attack range, in a similar manner as the "alpha" tare taken during static
tests. This tare will account for the change in the model weight as the angle of attack increases or
decreases. As in the static tests, the balance channels are zeroed before each run and a static zero
data point is acquired (tunnel off, tx = 0 °, 13= 0 °, @= 0°).
One of the unknowns in dynamic water tunnel experiments was the model inertia effects on
the data, i.e., the effect of the resistance to motion due to the model mass moment of inertia in
pitch, Iyy. Before actually performing the experiments, it was calculated that the inertia
contribution to the aerodynamic values to be measured would be small, because of the low motion
rates used in the water tunnel. It should be noted that the pitch rates selected for experiments in the
water tunnel should, of course, be scaled properly to represent the correct relationship between
rotation rate, scale, and free stream velocity. As an example, assume that a full-scale aircraft with a
3.5 m (138 in.)mean aerodynamic chord _ pitches at 60 deg/sec at M = 0.2 (Voo = 61 m/sec = 200
ft/soc). In a water tunnel, the model _ is approximately 11 cm (4.3 in.) and the tunnel velocity is
15.2 cm/sec (0.5 ft/sec). The parameter that should be matched is the non-dimensional pitch rate
qo -- 2qV----_"_ From the above numbers, the angular pitch rate q for the water tunnel would be
approximately 4.8 deg/sec. The aerodynamic moment is the component that is to be measured. It
must be determined from the total moment felt by the balance by subtracting out the contributions
from the mass moment of inertia. The inertia effects are determined by measuring the time-variant
moment recorded by the balance with the model in motion with the tunnel velocity at zero. The
motion must have the identical motion time history as the motion generated with the tunnel on (Voo
> 0). The aerodynamic contribution is determined by subtracting the measured moment at Voo = 0
from the moment measured at V.o > 0.
Results indicate that the inertial contribution is, indeed, very small. Figure 11 shows the
measured normal force on the 70 ° delta wing during a pitch-up and hold maneuver from 15 ° to 60 °
angle of attack. The value of the normal force N (lbs) measured during the pitch-up motion when
the water tunnel is off (V_o = 0) is almost negligible, approximately 1% of the value measured with
tunnel speed. Also included in this plot is the value of the normal force measured during the
specified motion with no water in the tunnel. The value of N throughout the dynamic maneuver
under the "no water" condition is very similar to the V,o = 0 case, indicating that there are no major
"virtual mass effects" (resistance of the surrounding water to being displaced by the moving
model). Similar results were obtained during pitch oscillations, both for the 70 ° delta wing and the
F/A-18 models, as seen in Figs. 12a and b, respectively. Therefore, depending on the quality of
the data required, the inertia effects can be ignored, facilitating the testing and the data reduction
process.
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The data are corrected for blockage effects at high angles of attack with the same technique
utilized during the static water tunnel experiments (see Vol. I and Ref. 5 for boundary correction
equations).
5.2  OFTWARE
The software handles the entire data acquisition/reduction and model motion processes.
The "Dynamic Data W/Motion" panel, shown in Fig. 13a, is used for conducting most of the
dynamic experiments that involve model movement. An "alpha" weight tare, performed statically
throughout the desired angle of attack range, has to be loaded before opening this panel, in the
same manner as during the static tests. The user starts selecting the type of motion to be performed
(ramp and hold, saw-tooth or sine wave approximation) and the axis of motion, and then the
parameters for the desired motion are specified (the "Real Time Plot Setup" is not implemented
yet). For a "Ramp and Hold" maneuver (pitch-up or pitch-down), the user specifies the starting
and ending angles (in degrees), and the velocity (in deg/sec) and acceleration (in deg/sec2). The
model will accelerate until the desired velocity is reached, and then it will hold the speed constant
until it starts to decelerate to reach the ending angle with zero speed. The "Saw-Tooth" inputs are
the same with the addition of the number of cycles. The way the parameters are defined for the
sine wave approximation is slightly different than in the other motion cases. Different breakpoints
along the sine wave can be selected. The position, velocity and acceleration at each particular point
have to be calculated and specified; the larger the number of breakpoints, the better the
approximation.
After all the motion parameters are loaded, the data sampling parameters have to be def'med,
using the "Dynamic Data Rate" button. The "Dynamic Data Rate" panel (Fig. 13b) is independent
from the setup used for the calibration and the other experiments. In order to synchronize the
model motion with the data acquisition, the software uses the following logic. An encoder reading
is acquired, then the balance channels are read at the specified sampling number and rate and a final
encoder reading is acquired. The average of each balance channel is assigned to the position given
by the average of the two encoder readings. The combination of the high sampling rate A/D board
and the low motion rates in the water tunnel permits acquiring a large number of samples during
very small model displacements, giving an adequate density of data points along the model
trajectory. The user has to specify not only the sampling number per channel and the sampling rate
(10,000 samples per second maximum), but the number of encoder-reading/data-reading/encoder-
reading loops as well (Number of cycles in Fig. 13b). A static zero has to be acquired before the
tunnel is started.
Additional buttons in the "Dynamic Data W/Motion" panel deal with model motion ("Move
to Level" and "Go to Start"). Once the motion and data acquisition are initialized, and the zero
point is taken, the tunnel is set at the desired speed and the "Move and Record Dynamic Data"
button starts the motion and data acquisition processes simultaneously. As in the previous cases,
the signals from each channel are displayed in the x-y plot. By using the "Display Type" switch,
the motion signals can also be displayed.
5.3 EFFECT OF DATA SAMPLING RATE AND FILTERING
Preliminary experiments were conducted to evaluate the quality of the data obtained while
the model is moving. The main purpose of these tests was to determine the effects of sampling rate
and to determine if the data needed to be heavily filtered, as in the case of most dynamic wind
tunnel experiments. As explained in the previous section, the software takes an encoder reading,
then acquires the balance data, takes a second encoder reading and assigns the balance values to the
average of the two encoder readings. The number of balance samples acquired between each
encoder reading can be varied, and the fmal value for each channel is the arithmetic average of the
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samples taken. As expected, the larger the number of samples acquired, the better the quality of
the data. Figure 14 shows the normal force coefficient during a ramp-hold maneuver (pitch-up)
performed with the 70 ° delta wing. For the cases in which a small number of samples are taken,
the normal force coefficient presents large fluctuations, therefore making the use of these data
almost impossible. However, by increasing the number of samples to 800-1,000 per channel, the
data obtained are very smooth and repeatable, requiring no post-processing and clearly indicating
the value of the force/moment at the particular model location. Since the A/D board used allows
acquiring data very fast (10,000 samples per second), it is possible to take a large number of
samples per channel and still get an adequate density of points (again, the low motion rates.
required in the water tunnel facilitate these experiments).
Since LabView has many built-in filters (Bessel, Butterworth, etc.), it was decided to
experiment with some of these filters. It was found that the quality of the data was not
significantly improved with the use of different digital filters at various cut-off frequencies. Figure
15 shows data during a pitch-up and hold motion from 15° to 60 ° angle of attack. The data sets are
not smoother than for the simple "average" case and results depend strongly on the cut-off
frequency used.
The results from these preliminary experiments dictated that most of the dynamic tests were
conducted at 10,000 samples per second, acquiring 1,000-2,000 samples per channel, and without
the use of an external filter.
5.4 70 ° DELTA WING RESULTS
5:4.1 Pitch-Up/Hold and Pitch-Down/Hold Maneuvers
Figures 16a and b show the variations in the normal force and pitching moment coefficients
during a pitch-up and hold (o_ = 15 ° to 65 °) motion, for non-dimensional pitch rates qo from
0.0069 to 0.055. The motion is such that the model accelerates with a constant acceleration
(1 deg/sec 2) until the desired pitch rate is reached, and then it holds the pitch rate constant until it
dec:e,lemtes so it gets to the final angle of attack with zero speed. The overshoots in normal force
ana pitching moment are strongly dependent on rate. For the highest non-dimensionalized pitch
rate, the normal force coefficient at 55 ° angle of attack has almost twice the value of the static case
at that particular angle of attack. One interesting characteristic is observed for the pitching moment
curve corresponding to qo = 0.0550. For angles of attack between 15 ° and 35 °, the dynamic curve
indicates an undershoot with respect to the static case. Figures 16c and d show the angle of attack
and the CN and Cm time histories for two of these maneuvers: qo = 0.0069 and 0.0550. It is
evident that for the fastest case, the sampling rate during the pitch-up was not adequate (due to
hardware limitations) and that could be responsible for the "undershoot" in Cm observed in the
previous figure.
The pitch-down and hold of the delta wing from 65 ° to 15 ° angle of attack produces
changes in the longitudinal characteristics that are presented in Fig. 17. Changes in CN are small
for angles of attack between 65 ° and 50°; however, for o_'s between 50 ° and 15 °, the data reveal an
undershoot in the normal force that is again strongly dependent on rate. It should be noted that, in
this case, both the magnitude of the undershoot and the angle of attack at which the value of CN
reaches the static value are functions ofqo (o_ = 30 ° for qo = 0.0069, o_= 22 ° for qo = 0.0138 and
o_ = 15 ° for qo = 0.0290 and 0.0550). The pitching moment results reveal an undershoot starting
at o_=45 °.
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The effect of changing the acceleration in a pitch-up and hold motion is illustrated in Fig.
18. In this case, the non-dimensionalized rate was left constant (qo = 0.020), and the acceleration
during the start and the end of the motion was varied. As the data indicate, the effect of changing
the acceleration on the longitudinal characteristics is minimum. The overshoots for CN and Cm are
very similar for all the different cases. A reason for this could be the fact that the time periods in
which the angular rate is changing are relatively small. Figure 19 presents data for pitch-up and
hold motions starting at different angles of attack and stopping at 45 °. The effect of starting angle
of attack is negligible, both in terms of the overshoot and the overall shape of the curve.
5.4.2 Pitch Oscillation_
Additional experiments with this delta wing model included pitch.oscillations at different
reduced frequencies k, amplitudes and motion profiles. The fn'st set of experiments consisted of
large-amplitude pitch oscillations about a mean angle of attack _. The purpose of these tests was
to directly compare the water tunnel data to results from wind tunnel tests conducted at NASA
Langley by Brandon and Shaw, where a 70 ° wing was investigated for forces and moments
produced by these large-amplitude pitch motions (Ref. 7). Figure 20a presents changes in the
normal force coefficient produced by oscillating the delta wing +18 ° about different a.o'S with a
reduced frequency k = 0.0376. This k value corresponds to a maximum full-scale pitch rate of
approximately 60 deg/sec for a typical fighter aircraft at Voo = 200 ft/sec. The hysteresis loops are
evident in the force measurements, with all the cases producing similar values of CN overshoot.
Results from the wind tunnel tests in Ref. 7 are revealed in Fig. 20b, and the similarities in the two
data sets can be clearly identified. The level of CN is slightly lower in the wind tunnel test,
especially above 25 ° , but the shape of the dynamic loops and the relative increments are very
similar in both plots. The motion prof'de for the water tunnel tests, which is an approximation of a
sine wave, is depicted in Fig. 21. Also included in this figure are time histories of the normal force
and the pitching moment coefficients. Even thought the models in the two experiments rotated
about a different reference point (50% c for the present investigation and 40% _ for the wind tunnel
test), the behavior of the pitching moment is very similar in both tests. As the angle of attack is
increasing (Fig. 22), the lag in the burst point of the vortex produces a destabilizing increment in
Cm at high angles of attack. The difference in the location of the burst point at the same angle of
attack between static and dynamic conditions was clearly shown by the flow visualization. When
the model reverses direction, a negative Cm increment is produced for the higher O_ocases. This
increment, produced by a lag in the flow reattachment, is very small for the O_o= 22 ° and 27 ° cases;
the dynamic Cm curves follow the static curve very closely. As in the normal force Case, the sizes
of the hysteresis loops in pitching moment increase as the mean angle O_oincreases.
Figure 23 reveals results of similar oscillations performed at lower reduced frequencies,
k = 0.0226 and 0.0075. The decrease in the frequency produces a reduction in the CN overshoot
and in the sizes of the hysteresis loops. Data from different runs permitted evaluating the effect of
the reduced frequency on the dynamic overshoot in CN (Fig. 24a). The percentage increase in the
normal force coefficient over the maximum static value during this dynamic situation agrees very
closely with the wind tunnel data from Ref. 7, as seen in Fig. 24b. This clearly demonstrates that
dynamic experiments can be successfully conducted in the water tunnel with this balance, with the
advantage that the tests are inexpensive and easier to perform, and motion and data acquisition rates
are much less demanding than in the wind tunnel. It should be noted also that the water tunnel data
presented for these cases have not been curve-fitted or smoothed, while the wind tunnel data had to
go through a heavy filtering and curve-fitting process.
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The 70 ° delta wing model was also used for investigating the effect of the motion profile
(period, rate, acceleration, etc.) on the response of the forces and moments measured. Figure 25
presents results of pitch oscillations from 19° to 55 ° angle of attack at a reduced frequency
k = 0.0376. The motion profiles varied from a sine wave approximation (low acceleration) to a
saw-tooth (high acceleration), but the period of the motion was kept constant (Fig. 25b illustrates
the motions with the lowest and highest accelerations). As the data indicate, the changes in the
normal force coefficient caused by the different motion prof'tles are similar, especially in terms of
the overshoot and the shape of the loop. The very small acceleration case produces a slightly larger
undershoot, but, in general, no major differences are observed. The next plots (Figs. 26 and 27)
show motions with the same maximum angular velocity but different accelerations. In the first
case (Fig. 26a, C0rnax = 0.56°/sec), no major differences in the hysteresis loops are observed. The
same experiment was conducted with a higher maximum angular velocity and the effects are larger
(Fig. 27a, COmax = 1.12°/sec). The acceleration change does not affect the overshoot in CN
significantly, but it definitely affects the undershoot, with the smaller accelerations presenting a
larger undershoot and, therefore, a larger loop. It should be noted that by increasing or decreasing
the acceleration, the reduced frequency k is also changed, especially for the high angular velocity
case. It is very difficult to isolate and modify one parameter in this type of motion without
affecting the others. Changing the maximum angular velocity and leaving the acceleration constant
produces the largest variations in the force and moment outputs. This was expected because the
variation in the angular velocity produces drastic changes in the motion prof'tles and it affects the
reduced frequency considerably. Therefore, it is not surprising that the hysteresis loops shown in
Figs. 28 and 29 are strongly dependent on COrnax. Both the overshoot and undershoot in the
normal force coefficient vary considerably with angular velocity. These simple experiments appear
to indicate that, in the water tunnel, the type of motion prof'fles do not affect significantly the
response of the forces and moments, as long as the major parameters of the profile (peak-to-peak
amplitude and reduced frequency) are kept constant.
Very large amplitude oscillations (from (x = 16 ° to 64 °) at different reduced frequencies
were also performed and the results in normal force and pitching moment coefficients are seen in
Fig. 30. These tests were conducted to obtain a direct comparison with results from another water
tunnel data set from experiments described in Ref. 5. Comparisons in Figs. 31 a and b for
k = 0.0265 and 0.0742, respectively, indicate that the loops obtained in the present study are
shifted up slightly, with a larger overshoot occurring at lower angles of attack, and a smaller
undershoot. The agreement, in general, can be considered quite good taking into account possible
slight differences in models, motion profiles and water tunnels.
5.5 F/A-18 RESULTS
5.5.1 Pitch-Up/Hold and Pitch-Down/Hold Maneuvers
Experiments on the 1/32nd-scale F/A-18 model started with pitch-up/down and hold
maneuvers. Figure 32 presents results for pitch-up and hold motions from 15 ° to 65 ° angle of
attack for different non-dimensional pitch rates qo- The normal force and pitching moment data
show a dependency on pitch rate, as reported by Brandon and Shaw in Ref. 8. In general, there is
an increase in CN and a decrease in Cm over the entire range of motion. As discussed in Ref. 8,
the induced angle of attack in the horizontal tails and the lag in the separation and vortex formation
are mainly responsible for the negative Cm increment at angles of attack lower than 55 °. At higher
angles of attack, the lag in the breakdown of the LEX vortex becomes dominant, generating a
positive Cm increment. The static tests described in Volume I revealed that the vortex flow field of
the F/A-18 presents a large asymmetry at angles of attack greater than 50 °, with the associated non-
zero Cy and Cn at zero sideslip. For the dynamic case, the flow stays symmetric for some time
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evenwhenthemodelhaspassedoc= 55°, i.e.,it takessometimefor thevortexasymmetryto fully
establish.Theyawingmomentcurvesshowlesssensitivityto changesin thepitch rate,even
thou.gh,it appearsthatthetime it takesfor theasymmetryto establishdecreaseslightly asthepitch
rateis increased.Themotionprof'desfor two of theseruns,alongwith thevariationof someof
theforcesandmomentswith time, areillustratedin Fig. 33. The "persistence"in normalforce,
definedasthetimeit takestheforceto reachits steadyor staticvaluefrom themomentthemotion
stopped,is clearly observedin Fig. 33a.Thisphenomenonof persistencewill bediscussedin
moredetailattheendof this section.
Theeffectof thestartingangleonapitch-upandholdmaneuverwasalsoinvestigated.
Resultsfor normal forceandpitchingmomentfor motionsstartingat differentanglesof attackand
endingat_ = 65° arepresentedin Fig.34. Thenon-dimensionalpitch ratefor theseexperiments
waskept constantat0.0184. ForOCs= 15°, 20° and30°, thecurvesrevealsimilar trendsand
overshootsin CN. Whenthemaneuverisstartedat OCs= 40°, with thewingsstalledandtheLEX
vortexburstpoint closeto theLEX apex,theovershootin CN is slightly smaller. This is probably
dueto thefact thattheburstpoint quicklymoveto theLEX apexandtherefore,it generatesa
slightly smallerCN increment. Lesseffectontheresponseof theforcesandmomentswas
observedwhenthefinal angleof attackwasvaried. Thepitch-upandhold motionsatqo = 0.0182
startedat oc= 15° andthefinal angleof attackwasvariedfrom 55° to 65° (Fig. 35). Thedatashow
very similar trendsandvalues,indicatingthattheeffectof theendingangleof attack,atleastin this
ocrange,is almostnegligible.
As in the70° deltawing case,theeffectof theaccelerationonthis typeof dynamic
maneuversis minimum. Thetestwasconductedkeepingthemaximumpitch rateconstantand
changingthevalueof theacceleration.Thecurvesof CN andCm versusangleof attack(Figs.36a
andb) revealsmalldifferencesfor thethreecases,with the low accelerationshowinga slight
decreasein thevaluesof theCN overshootandtheCmundershoot.
In orderto completethissetof experiments,pitch-downandhold maneuversat different
rateswereperformed.Themaneuverconsistedof pitchingdowntheF/A-18 modelfrom 65° to 15°
angleof attack,andtheresponseof thenormalforceandthepitchingmomentarepresentedin
Figs. 37aandb. The datashowanundershootin CN thatis independentof rateat thebeginning
of themotion (from 65° to 50° angleof attack).Between50° and 15° angleof attack,thehighrate
motiongeneratesa largerundershoot.Figure37cillustratesthemotionprofilesandthechangein
thenormal forcecoefficientversustime. It isvery interestingto noticethat,contraryto the
behaviorobservedduringthepitchup maneuversin termsof persistence,by thetimethemodel
stopsafter thepitch-down,thevalueof thenormalforce is almostthesameasthestaticvalue,
denotingavery smallor almostzeropersistence.Thepersistencein CN, in termsof convective
time units,is comparedto datafrom thewindtunnelexperiments(Ref. 8) in Fig. 38. A convective
time unit is.the time it takes one particle in the free stream to travel a distance equal to the mean
aerod .ynamlc chord on the model. The similarities between the results from the two experiments
are qmte evident, indicating similar flows and dynamic force/moment responses. The small
discrepancies in the value of persistence observed in each test can be attributed to the difference in
motions. While the pitch-up and pitch-down motions from the present test were between 15 ° and
65 ° angle of attack, those performed in Ref. 8 were between 0 ° and 75 °. Results from the same
investigation indicated that the persistence is a strong function of not only the non-dimensional
pitch rate, as the water tunnel test indicates, but of the ending angle of attack as well. Limitations
in the water tunnel model support did not allow for reproducing the same motion.
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The effect of the starting angle of the pitch-down maneuver appears to be more pronounced
than in the pitch-up case, especially in pitching moment (Fig. 39). By starting the pitch-down
maneuver at cz = 55 °, a considerably larger positive increment in Cm is generated for angles of
attack between 55 ° and 40 °.
5.5.2 Pitch Oscillations
Oscillations in pitch were also performed with the F/A-18 model. The first set of
experiments consisted of relatively small amplitude oscillations (peak-to-peak amplitude of 20 ° )
about several mean angles of attack Oto. The oscillations were conducted at reduced frequencies
k = 0.04 (Fig. 40) and k = 0.06 (Fig. 41). The data show hysteresis loops in the normal force and
pitching moment coefficients. The size of the loops and the overshoot in normal force are similar
for these particular reduced frequencies. The traditional mechanism responsible for the CN loops
is the lag in breakdown and reformation of the LEX vortices during an oscillation cycle. The
pitching moment data show counter-clockwise hysteresis loops, i.e., a nose-down Cm increment
occurs during the pitch-up and a nose-up Cm increment occurs during the pitch-down portion of
the oscillation. At the low angle of attack range, the primary mechanism responsible for these
loops appears to be the pitch damping provided by the horizontal tails. Vortical behavior also
contributes to the formation of the dynamic loops; during the pitch-up portion, the LEX vortex
burst is aft of the location observed during static conditions, and thus a nose-down pitching
moment is generated. During the pitch-down, the lag in the flow delays the loading of the aft
portions of the model, producing a nose-up increment.
Larger amplitude oscillations (15 ° to 55 ° angle of attack) were conducted to investigate the
effect of the reduced frequency. Figures 42a and b present CN and Cm data for different k values,
from 0.01 to 0.06. As observed in the experiments performed with the 70 ° delta wing model, the
shape of the hysteresis loops and the overshoot and undershoot in both normal force and pitching
moment are strongly dependent on reduced frequency. The angle of attack and CN time histories
for the low and high frequency values shown in Fig. 42c illustrate the drastic differences in the
response of the force. The percentage of CN overshoot with respect to the static case and as a
function of the reduced frequency is summarized in Fig. 43.
The last set of pitch oscillations were conducted at higher angles of attack, in a region that
is dominated by large asymmetries in both the forebody and LEX vortices. The peak-to-peak
amplitude was 40 ° and the mean angle of attack O_o varied from 35 ° to 45 ° (Fig. 44). The
hysteresis loops in CN present the expected shapes and the overshoot is not dependent on O_o.
Significant changes appear in Cm; the shape of the counter-clockwise loop starts deteriorating and
a highly non-linear behavior is observed as the mean angle of attack is increased. For the last case
(O_o = 45°), a clockwise loops appears between 55 ° and 65 ° angle of attack. In general, the results
of the dynamic tests conducted with the F/A- 18 model agree well with tests at the Langley 12'
wind tunnel (Ref. 8).
A very interesting loop is observed in yawing moment (Fig. 45). In general, no hysteresis
effects were observed in the lateral-directional characteristics during pitch oscillations where the
maximum angle of attack did not exceed 55 °. The asymmetric vortex flow field at a = 55 ° and
higher is responsible for the hysteresis loop observed in yawing moment for the oscillation
between a = 20 ° and 60 °. The flow tries to stay symmetric in the dynamic case up to 60 ° angle of
attack, until the asymmetric vortex flow field finally gets established, overshooting the static Cn
value. During the pitch-down, the yawing moment shows an undershoot until it reaches again the
static value corresponding to the lower angles of attack.
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6.0 DYNAMIC EXPERIMENTS IN YAW
These experiments, consisting of monitoring the flow field and the response of the forces
and moments during a dynamic sideslip angle change, were performed with the 1/32nd-scale F/A-
18. The free stream velocity during these tests was 12.7 cm/sec (0.42 ft/sec).
6.1 METHODOLOGY
The methodology and procedures for conducting these tests are very similar to those
utilized for the pitch experiments. Since the tests were performed in a horizontal tunnel, the weight
component does not change with sideslip angle, and therefore, a "beta" weight tare is not needed.
6.2 SOFTWARE
The "Dynamic Data W/Motion" front panel, described in Section 5.2, is used for these
experiments.
6.3
The dynamic tests in the yaw axis were limited to oscillations between 0 ° and 20 ° sideslip
angle, at o_ = 30 °, and at two reduced frequencies k (0.04 and 0.06). The motion profiles and the
response of the yawing and rolling moments with time are presented in Fig. 46.
The hysteresis in the longitudinal characteristics is minimum; the values follow the static
case very closely, as Fig. 47a indicates for CN. The major changes are observed, as expected, in
the lateral-directional characteristics (Figs. 47b, c and d). The yawing moment and roiling moment
data present hysteresis loops with opposite directions. The loops for Cn are clockwise, while the
loops for C1 are much larger and counter-clockwise. While the principal mechanism for the loops
in yawing moment is probably the yaw damping produced by the vertical tails, the primary
mechanism responsible for the loops in C1 is the lag in the LEX vortex burst and reformation.
7.0 DYNAMIC EXPERIMENTS IN ROLl,
Two types of experiments in roll were conducted: free-to-roll (wing rock) tests and forced-
to-roll tests. In order to perform the wing rock investigation, the worm gear from the roll
mechanism was removed, leaving the sting "free-to-roll", supported .by the three ball bearings.
7.1 METHODOLOGY
During the free-to-roll experiments, the roll angle was measured with a rotational
displacement transducer located above the tunnel, attached to the C-strut of the model support. The
motion was transmitted from the sting to the shaft of the transducer by means of a rubber belt. The
raw output was acquired and then post-processed with the appropriate constants to obtain the roll
angle in degrees. It should be noted that the aerodynamic forces that induce the limit-cycle
oscillation in roll known as "wing rock" are very small in the water tunnel because of the low flow
speeds. Because of this, friction and interference have to be kept to a minimum, and it was
decided not to measure forces during these experiments to avoid the interference from the wire
bundle coming from the balance.
As in the pitch tests, the _f'w,,sts_p in performing the forced-to-roll experiments was to
obtain a weight (static) tare. This phi tare will account for the change in the model weight as the
balance is rotated. The model is rotated throughout the roll angle range of interest and static
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readingsaretakenatseveralroll angles.Thevaluesfrom this "phi" tarewill besubtractedout
from therawdataat theappropriateroll angle. It is importantto notethat,in thiscase,thebalance
channelsarezeroedatthespecificangleof attack.A staticzerodatapoint isacquiredbefore
movingthemodel (tunneloff, _ = 0°).
Theinertiaeffectsin roll arealsonegligible,andthedataaxe corrected at high angles of
attack with the same technique utilized during the static water tunnel experiments.
7.2 SOFI'WARE
The "Dynamic Data" front panel is utilized during the free-to-roll (wing rock) tests. This
panel permits acquiring dynamic data but does not have any model motion capability, which is not
needed during the wing rock experiments.
The "Dynamic Data W/Motion" front panel, described in Section 5.2, is used for the force-
to-roll experiments. The procedure is similar to the one used for the dynamic experiments in pitch.
The only difference is that a "phi" weight tare has to be performed at each angle of attack. The
"zero point" must also be acquired with the model at the desired angle of attack.
7.3 WING ROCK EXPERIMENTS
The 80 ° delta wing was utilized in these experiments, since it is well known that this delta
wing exhibits a strong wing rock. Thephenomenon of wing rock is a moderate and high angle of
attack dynamic motion manifested primarily in a limit-cycle oscillation in roll, with in some cases, a
coupled oscillation in yaw. Results shown in this section are obtained from a thorough analysis of
the roll angle history.
Figure 48 shows the roll angle history of the wing rock motion at ot = 35 ° and Voo = 23.9
cm/sec = 0.78 ft/sec. The delta wing presents a limit-cycle oscillation from -20 ° to 24 ° roll angle;
this amplitude is smaller that the amplitude reported in Ref. 9 during a similar water tunnel test.
However, the data from this investigation agree very well with results obtained in a wind tunnel
test by Levin and Katz (Ref. 10). The wind tunnel model used in this study has a balance fairing
similar to the fiberglass fairing used in the water tunnel model, and that could be responsible for
the smaller peak-to-peak amplitude obtained in the present water tunnel test (compared to water
tunnel data from Ref. 9). The wing rock frequency Observed in this test is approximately 0.40 Hz,
which corresponds to a reduced frequency k = 1.34. The reduced wing rock frequency reported in
Ref. 10 was approximately 0.21 at the same angle of attack. The discrepancy in reduced
frequencies between water and wind tunnel tests is not surprising and it is due to the difficulty in
inertially scaling the models for the air and water mediums. In order to match the reduced
frequency of the two experiments, either the inertia of the wind tunnel model must be substantially
smaller or the water tunnel model inertia must be substantially larger. Increasing or decreasing the
test velocity has no effect on c0b/2V,,o, because 00 is directly proportional to Voo. If Vo_ is
changed, co is changed by the same factor. Another characteristic revealed in Fig. 48 is the fact that
the wing rock motion is established completely in approximately 3 cycles.
The analysis of the motion obtained during the free-to-roll experiments provides the means
to estimate the roll angular velocity _pand the roll acceleration _. The roll angle data obtained with
the transducer were smoothed graphically (Fig. 49a) and then differentiated numerically, yielding
i_. The angular velocity data were smoothed and differentiated again, and the roll acceleration was
obtained. This acceleration _; is proportional to the total aerodynamic rolling moment coefficient.
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Plots of roll angle, roll rate and roll acceleration for one cycle of the wing rock motion can be seen
in Figs. 49b and c.
The plots of/_ and _ versus _ are commonly referred to as phase plots. Depicted in Fig. 50
are phase plots for one cycle of the wing rock motion at {x = 35 °. The roll angular velocity i_
(phidot, in deg/sec) shows the expected behavior: starting at _ = 0 °, the angular velocity is
maximum. As the model moves right-wing-down, the angular velocity decreases to zero when the
model is at the maximum roll angle. The motion reverses its direction and the velocity starts to
increase (negatively), reaching the maximum negative magnitude when the model is at _ = 0 ° again.
The roll angular acceleration _ (phiddot, in deg/sec2), which closely represents rolling moment,
yields the typical wing rock hysteresis loops when plotted as a function of roll angle. In this
graph, a clockwise loop denotes an area where energy is being added to the system, i.e., the
oscillations are being driven (destabilizing). The counter-clockwise loops near the maximum roll
angle represent areas where the system is consuming energy, and therefore the motion is being
damped (stabilizing). The _ versus _bplot reveals that the areas contained within the destabilizing
and stabilizing loops are about equal, indicating an energy balance which is required to sustain the
limit-cycle wing rock. The cross points in this plot are roll angles at which the total roll damping
goes to zero, and for this particular case, these roll angles are -11 ° and 14 °.
7.4 FORCED-TO-ROLL EXPERIMENTS
7.4.1 80 ° Delta Wing Model R_ultq
The main idea behind this investigation was to obtain the roll angle history from the free-to-
roll experiments and then reproduce the exact motion with the roll mechanism and the computerized
motion system. Forces and moments can therefore be measured during the specified motion
without the problems associated with extra friction or interference. However, the roll rates
encountered during the wing rock experiments were fairly large due to the inappropriate inertia
scaling of the model (a much heavier model would be necessary for these water tunnel
experiments). The hardware utilized for the forced oscillation experiments did not allow for
obtaining those high rates, and, therefore, forced oscillations were performed matching the
amplitude of the limit cycle oscillations observed, but at much lower frequencies.
Oscillations were performed with the 80 ° delta wing model between -20 ° and 24 ° (as in the
free-to-roll case) at four different frequencies, corresponding to k values of 0.10, 0.24, ().48 and
0.90. The reduced frequency of 0.48 was the maximum allowed by the hardware used in the
model support at the same velocity of the free-to-roll experiments, significantly smaller than the
reduced frequency observed during the wing rock tests. In order to obtain the higher value of
k = 0.90, the free stream velocity was decreased to 12.7 cm/sec (0.42 ft/sec). A further decrease
of Voo would have taken the reduced frequency closer to the wing rock test value of k = 1.34, but
at the same time, it would have worsened the resolution of the balance because of the reduced
dynamic pressure.
Of primary importance was the response of the rolling moment to the body axis roll. Figs.
51 to 54 present the roll angle history and the change in rolling moment coefficient for the four
different k values. The rolling moment coefficient is plotted versus time and also versus roll angle,
in order to evaluate the shape of the hysteresis loops obtained in each motion. The shape of the
hysteresis loops is strongly dependent on frequency. For the low frequency case (k = 0.10), the
data reveal two counter-clockwise loops. In a typical wing rock hysteresis loop, such as the one
presented in Fig. 50, these counter-clockwise loops represent areas where the motion is being
damped (stabilizing loop). As the frequency increases, the shape of the loops change. For the
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case of k = 0.24, one central clockwi_ loop and two small counter-clockwise loops near the roll
angle extremes are clearly deffmed. These loops resemble those seen in the free-to-roll case, but the
area within the central (destabilizing loop) is much larger than the areas within the two counter-
clockwise loops. It should be noted that the data from these experiments were smoothed in order
to facilitate the visualization of trends or general characteristics. As indicated in Figs. 52c and d
(one cycle at k = 0.24), the smoothing routine applied does not change the data significantly, but it
removes some of the irregularities that make it difficult to visualize, for example, the directions of
the loops near the roll angle extremes. For the two high frequency cases (k = 0.48 and 0.90), only
one clockwise (destabilizing) loop is observed.
Figure 55 shows the relationship between the roll angle and the angular rate and
acceleration for the motion at k = 0.90. The phase plots, especially the _ versus _, reveal the
limitations of the hardware, both in terms of obtaining the rates required to match the free-to-roll
frequency, and generating a variable acceleration that will produce the hysteresis loops seen in the
wing rock experiments. These differences in the motion are undoubtedly affecting the
force/moment responses.
Results indicate that the body-axis oscillations produce variations not only in rolling
moment but in all the other balance components as well. Figs. 56 to 58 show the changes in the
normal and side forces, and in the pitching and yawing moments for the roll oscillations at
k = 0.10, 0.48 and 0.90, respectively. The normal force oscillates at twice the motion frequency.
Changes in pitching moment are negligible, and variations in Cy and Cn are as expected.
Interesting hysteresis loops in normal and side forces are observed (Figs. 59 to 61 for the same
three frequencies). In the CN versus roll angle plots, it is clearly seen that the direction of the
loops .are opposi.te, for the low fre2q,uency.motion compared to the two higher frequency cases. The
avlor of the side force coeffic|ent ts s_milar; the direction of the loop is clockwise for the low
frequency case and counter-clockwise for the two higher frequency motions. Moreover, the shape
of the Cy loops is significantly affected by the frequency, with the area of the loops increasing as
the frequency is increased. This difference in behavior was also observed earlier in the roiling
moment data. The reason for the change in the loop direction with frequency of oscillation must be
a function of the time lags in the flow field response to the forced motion of the model. An
important question, which remains unanswered because of the difficulty in matching free-to-roll
and forced-to-roll frequencies, is whether the lead-lag relationship between the model and flow
field is the same for the same oscillation frequency.
7.4.2 1/32nd-Scale F/A-18 Model Results
Forced-to-roll experiments were also conducted using the 1/32nd-scale F/A-18 model. The
approach for the first set of experiments was to match the free-to-roll motion obtained in the wind
tunnel test performed in Ref. 11. In that investigation, a 2.5%-scale model of the F-18 presented a
wing rock motion for angles of attack between 30 ° and 50 °, with a maximum peak-to-peak
amplitude of 44 ° at ot = 45 °. The wing rock amplitude was found to be independent of Reynolds
number for Re higher than 40,000. However, at lower Re, the amplitude of the oscillation
decreases significantly as Re decreases. At ot = 40 °, the F-18 oscillates between -13 ° and 13 ° at Re
= 20,000, and from -18 ° to 18 ° at Re = 50,000. Even thought the present water tunnel tests are
conducted at low Reynolds number (Re = 12,500 when running at V_, = 12.7 cm/sec = 0.42
ft/sec), it was decided to investigate both amplitude cases at ct = 40 °.
The five components of the forces and moments measured with the balance during a body-
axis roll (between -13 ° and 13 °) at three different frequencies (k = 0.025, 0.050 and 0.10) are
presented in Figs. 62, 63 and 64, respectively. The smallest frequency matches the reduced
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frequency observed in the wind tunnel test performed in Ref. 11. Variations in normal force and
pitching moment are small, but the changes in Cm produced by the rolling motion are larger than
those observed on the 80 ° delta wing. Changes in directional characteristics are significant, as
expected, with noticeable differences from the delta wing case. While in the delta wing case the
variations in Cy and Cn followed the roll angle, i.e., positive Cy and Cn for positive _pand vice
versa, the opposite occurs with the F/A-18. Positive changes in Cy and Cn are seen for negative
roll angles. The rolling moment behaves as expected, and the shape of the hysteresis loops are
strongly dependent on the frequency. Figure 65 shows C1 plotted versus roll angle for the three
cases discussed before; different shape hysteresis loops are revealed for each of the motions. It
appears that by increasing the frequency, the central clockwise loop (destabilizing) starts
decreasing, until it disappears completely for the high frequency oscillation. For this case, a single
counter-clockwise loops is observed.
The peak-to-peak amplitude of the limit cycle oscillation was increased from -13 ° to 13 ° to
-18 ° to 18 ° , and results for the rolling moment coefficient are presented in Fig. 66. The hysteresis
loop in C1 shows similar characteristics to the loop observed previously at the same frequency
(k = 0.025). The angular roll rate and acceleration were obtained from the roll angle history and
they are presented in Fig. 67. It is important to remember again that the motion used is a sine wave
approximation, so differences in the phase plots (Figs. 67c and d) with respect to free-to-roll
experiments and thus in the force/moment response can be expected.
The last set of "body-axis roll" experiments performed on the F/A-18 consisted of high
amplitude oscillations (-40 ° to 40 °) at different angles of attack. Results for the rolling moment
coefficient at o_= 0 °, 20 ° and 400 are presented in Fig. 68. A very large counter-clockwise loop is
seen for the three motions, with the shape changing especially for the 400 angle of attack case. The
response of some of the other balance components at ot = 20 ° are revealed in Fig. 69. Interesting
loops are observed in Cy and Cn (Figs. 69b and c).
8.0 ROTARY BALANCE WATER TUNNEL TESTS
Another important maneuver for present and future aircraft is "loaded roll" or rolling
around the velocity vector at medium to high angles of attack. In the wind tunnel, rotary balances
are used to acquire force and moment data from an internal balance with the model rotating around
the velocity vector at varying rotation rates. With the addition of the balance, the water tunnel
provides a limited version of the same type of test capability with the added benefit of observing
the behavior of the flow at the same time.
8.1 METHODOLOGY
Because of the complexity associated with a hydraulic slip-ring for the dye and with an
electric (submersible) slip-ring for the balance, the number of revolutions in the water tunnel
experiments is limited. Since the model rotates around the velocity vector continuously, the
balance wires and dye tubes need to have sufficient length and flexibility to accommodate up to 3
revolutions in each direction without twisting beyond the point of disconnecting or unacceptable
tension. Once the 3 revolutions have been accumulated, the model coning motion is reversed.
This affects the data acquisition/reduction scheme utilized. In wind tunnel rotary-balance tests,
data are usually acquired and averaged over a large number of cycles. Because of the large number
of cycles, it is not crucial if the last is not a full cycle. In the water tunnel, data must be averaged
over exact cycles. In order to accomplish this, a data clipping routine is utilized. This routine
basically "chops" the data over the desired range (for example, from -360 ° to 360 ° roll angle if data
are to be averaged over two revolutions) and discards the rest of the data.
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As in the other dynamic experJ.'ments, it was found that the inertial effects on the data were
negligible, and thus, the rotary tare can be performed at any rotation speed. These particular
cob
rotary-balance experiments were performed for non-rotational rates f2 = _ up to _+0.15 and the
2V_
rotary tares were always conducted at rates corresponding to f_ = 0.10.
Data were acquired and averaged over exactly 2 revolutions. Results are presented for non-
dimensional rotation speeds of up to _+0.15. Data from the water tunnel rotary-balance tests
correspond to runs at 0.42 ft/sec and/or 0.58 ft/sec (Reynolds number of 8,200 and 11,500,
respectively). These data are compared to results from a rotary-balance test performed by Eidetics
on a 6%-scale F/A-18 in the NASA Ames 7x10' wind tunnel (Ref. 12), and from a test ofa 1/10-
scale F-18 model at the Langley Spin Tunnel (Ref. 13).
8.2 SOFTWARE
The software for performing rotary-balance experiments is a variation of the "Dynamic Data
W/Motion" panel. The fast step in conducting these experirnents is to load or to perform a rotary
tare. In order to perform a rotary tare, the "Create New Rotary Tare" panel has to be used. Before
showing the main panel, the software will automatically open a panel to define the motion and the
data clipping (Fig. 70a). The motion, of course, will take place in the roll axis, and the starting
and ending angles, velocity and acceleration have to be specified. The rotation should be a
constant speed motion, thus the value of the acceleration is not very important (10 deg/sec 2 is
adequate). After the motion is started, the rig will accelerate until the desired speed is reached, and
then it will hold the speed constant until it decelerates to reach the ending angle with zero speed.
The data clipping also helps discarding the data that are not acquired at constant speed (beginning
and ending of motion). As an example, if data are to be averaged over exactly two revolutions, the
inputs in the data clipping panel are -360 ° for start angle and 360 ° for ending angle. In the motion
definition, the inputs are -380 ° for start angle and 380 ° for ending angle. This ensures constant
speed data over the entire clipping range. After the late is created, it has to be loaded with the
"Load Old Rotary Tare" button.
The "Rotary Balance" panel is the same as the rotary tare main panel ('Fig. 70b). The
procedure for loading the motion and clipping parameters is as explained in the above paragraph.
The logic for defining the data sampling parameters is the same as in the "Dynamic Data
W/Motion" panel. The "EU dam" file created provides the average of the five channels for each
point acquired (actual forces/moments and coefficients).
8.3 RESULTS
Before showing the results for the rotary-balance experiments, the smile characteristics of
the 1/48th-scale F/A- 18 model are presented and compared to those of the 1/32nd-scale model in
Fig. 71. The small model presents a lower value of CN for angles of attack up to 40 °, especially
for the low Reynolds number case. Reynolds number effects are negligible for Re greater that
12,250. This difference in the magnitude of the normal force is attributed to small differences in
geometry between the two models. Except for the low Re case, the agreement in pitching moment
is good. The lateral-directional characteristics present similar'trends, with only some small
differences in the magnitude of the vortex asymmetries observed (denoted by the non-zero value of
Cy and Cn at high angles of attack). The models present opposite asymmetries in rolling moment.
The first set of rotary-balance force/moment measurements results, presented in Fig. 72,
corresponds to experiments at ot = 30 °. The normal force coefficient obtained in the water tunnel
test presents again a lower value than in the other two tests, as it was seen during the static
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experiments. In general, the normal force decreases slightly with rotation rate. There is a
discrepancy in pitching moment, with the water tunnel data showing a positive Cm. The pitching
moment at £) = 0 is different to the pitching moment measured under static conditions with the
standard sting support, thus it appears that the difference in model support might be responsible, in
part, for the discrepancy in pitching moment. There is also the possibility that the center of
pressure is very close to the reference center, and thus any minor disturbance or support
interference can produce a center of pressure shift, changing the pitching moment characteristics
significantly. The agreement in the other coefficients is fairly good; positive rotations produce
negative yawing moments and vice versa. Figure 73 shows flow visualization performed on the
1/48th-scale F/A-18 model at o_= 30 ° and at three conditions: static, and positive and negative
rotations (_ = _+0.15). For the static case, the forebody vortex flow field is symmetric, as
observed during the static tests performed with the 1/32nd-scale F/A-18 model. The positive
rotation (clockwise, pilot's view), causes the burst point of the leeward vortex (blue/left) to move
forward significantly. The windward vortex (red/right) is lifted up slightly and it can be seen
interacting with the vertical tail. Almost a "mirror" image is observed during negative rotations.
Similar flow visualization and force/moment results are presented in Figs. 74 and 75,
respectively, for the case at tx = 50 °. For the static case, the forebody vortex flow field is
symmetric. The positive rotation causes that the windward vortex gets lifted up from the body. A
"right-vortex-high" asymmetry is created, with the associated negative side force and yawing
moment. The opposite occurs when the model is rotated at _ = -0.15, i.e., a "left-vortex-high
asymmetry is produced. Force/moment measurement results reveal that the normal force
coefficient has similar behavior in all the tests, i.e., a slight increase with rotation rate. The
pitching moment shows a slightly negative increment with rotation rate. There is a slight Cm
difference between the two water tunnel runs, indicating that the location of the center of pressure
is probably changing as the free stream speed increases. The offset in Cm between the water and
wind tunnel results indicates a more aft center of pressure for the wind tunnel model and the reason
for this is unknown. The agreement in the lateral/directional coefficients is quite acceptable.
Evidently, the forebody vortex flow fields in the water and wind tunnel experiments present
opposite asymmetries, as indicated by the side force value at _ = 0, but the anti-spin slope is
similar in both tests. The yawing moment coefficient obtained in the water tunnel presents a
smaller slope than that revealed by the wind tunnel results, especially for negative rotations,
denoting again a possible slight shift in the center of pressure. The anti-spin behavior, however, is
still present. The rolling moment presents positive slopes in both tests, and it is the component that
shows the larger Reynolds number effects in the water tunnel tests.
Results at o_ = 60 ° are shown in Fig. 76. The longitudinal characteristics present similar
trends as those observed at the other angles of attack, i.e., the water tunnel data show similar
behaviors with rotation speed but different magnitudes. Again, the pitching moment of the present
test reveals a relatively large offset with respect to the other data. It should be noted that in this
case, there is a difference also between the two wind tunnel data, especially for negative rotation
speeds. The lateral/directional characteristics compare very well for non-dimensional rotation
speeds not greater than 0.1. At higher speeds, these coefficients reveal a reversal which is not seen
in the wind tunnel data. This could be due to the fact that, at 60 ° angle of attack, the rotation brings
the model very close to the side tunnel walls and the blockage probably increases. Also, this is the
most "unbalanced" configuration and some vibrations were noticed during the test that could have
definitely affected the quality of the data at the high rotation speeds.
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In general, results from these experiments can be considered quite encouraging, especially
in terms of having the capability of performing flow visualization and F/M measurements to assess
spin characteristics during the preliminary design phase.
9.0 CONCLUSIONS
A five-component balance was designed, built and tested in the Eidetics water tunnel. The
balance was calibrated and results of static experiments (discussed in detail in Volume I of this
Final Report) were quite satisfactory, showing good correlation with wind tunnel data of similar
configurations (delta wing and F/A-18 models).
th This phase of the contract focused on using _th,e balance to perform dynamic experiments in
e water tunnel. The model support of the Eidetics water tunnel was improved, and both a new
roll mechanism and a rotary rig were designed and built to assess the performance of the balance
under different types of dynamic situations. Among the advantages of conducting dynamic tests in
a water tunnel are less demanding motion and data acquisition rates than in a wind tunnel test
(because of the low-speed flow) and the capability of performing flow visualization and
force/moment measurements simultaneously with relative simplicity. Also important is the fact that
this investigation showed that the values of the inertial tares (the effect of the resistance to motion
due to the mass model of inertia) are very small due to the low rotation rates required in a low-
speed water tunnel. Depending on the accuracy of the data required, these tares can be ignored,
simplifying testing and the data reduction process.
Initial dynamic experiments consisted of oscillations and ramp-hold maneuvers in the three
axes: pitch, yaw and roll. Oscillations in pitch showed that the responses of the forces and
moments are not very sensitive to the motion prof'de, as long as the important parameters
(amplitude and frequency) axe kept constant. The hysteresis loops obtained in these tests were
compared to da..ta from dynamic wind tunnel experiments; both data sets showed loops with similar
shapes and similar dynamic increments over the static values. Ramp-hold maneuvers in pitch
revealed the long persistence of some of the force components that has been observed in other
investigations (35-45 convective time units). Oscillations in the yaw axis (dynamic sideslip angle
change) showed interesting hysteresis loops in the lateral-directional characteristics. Free-to-roll
and forced-to-roll experiments were also performed. Forces and moments were not measured
during the free-to-roll motions, but a thorough analysis of the roll angle history of wing rock
provided the typical phase plots and hysteresis loops. The forced-to-roll tests revealed the
behavior of the forces and moments during the body-axis roll maneuver.
The last set of dynamic experiments consisted of rotary balance tests and results from these
experiments are very satisfactory. Forces and moments measured in the water tunnel showed the
same trends and spin behavior as the wind tunnel tests, and the flow visualization revealed several
interesting characteristics to complement the FRVI measurements, such as vortex asymmetries and
interactions, support interference, etc.
Whenever possible, flow visualization and force measurements were performed
simultaneously to obtain a direct correlation between the dynamic change in the vortex flow field
and the response of the forces and moments. A video that shows flow visualization and plots of
force/moment coefficients displayed simultaneously in the same screen for different dynamic
maneuvers was created and is part of this f'mal report. This video clearly shows examples of the
different dynamic experirnents that can easily be performed in a water tunnel and the usefulness of
having flow visualization and F/M measurements displayed at the same time. In general, results
obtained in this contract should encourage the use of water tunnels for a wider range of quantitative
and qualitative experiments, especially during the preliminary phase of aircraft design.
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b) "Move Model" Panel
Figure 3 - Software Front Panels
c) "Re-Initialize or Calibrate" Panel
e) "Ramp and Hold" Panel
Figure 3 - Concluded
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Figure 4 - Schematics and Photograph of the Water Tunnel Roll Mechanism
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Figure 5 - Roll Mechanism Assembly
NOTES:
DIMS ARE ON SURFACE OF PART
BREAK ALL SHARP EDGES
FINISH 0.8 gm (32 gin) IN RMS
JJJ
J
17 2 Shaft Collar Bore = 1/4"
16 1 Worm Gear
11 2 Bearing Bore = 1/4"
9 2 Bearing Bore = 1/2"
8 1 Shaft
7 1 Top Bearing Support
6 1 Top Plate
4 1 Bottom Plate
3 1 Rear Bearing Support
2 2 Front Bearing Support
1 1 Main Support
Item Qty. Description
EIDETICS INTERNATIONAL
ROLL MECHANISM
ASSEMBLY (SIDE VIEW)
Material : Stainless Steel/Aluminum
Tolerances (unless noted) : x.xxx +/- 0.005
Designed : CJS Drawn : CJS Date : 8/13/93
Scale • FULL , All dimert,:ions in I ...... I Rev.
_awmg _ u._ul -
I Roll Motor
i
Model
Arm
New C-Strut
Existing C-Strut
Roll Mechanism
Ann and Sting at 60 ° AOA
30
Figure 6 - Schematics and Photograph of the Water Tunnel Rotary Rig
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Ref. Center
1.3 cm (1/2")
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a) 70 ° Delta Wing
b) 80 ° Delta Wing
Figure 8 - Delta Wing Models
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5-COMPONENT /
-_- __
53.3 cm (21.0")
REFERENCE /"--'7
_ 31.5 cm (12.4")
9
Figure 9 - 1/32nd-Scale F/A- 18 Model
33
S-COMPONENT / _
- _ - -- -'b'------- "_
35.6 cm (1 . 1
5--COMPONENT
I //+--
I_ " "" =1
Figure 10- 1/48th-Scale F/A-18 Model
N_ lbs
0.15
0
DYNAMIC TESTS
70 ° Delta Wing
RAMP AND HOLD
O_ = 1_ ° to 60 °
...._"0.0074
RUN 234 (V** = 0.42 ft/sec)
RUN 281 (NO WATER)
RUN 285 (V** = 0 ft/sec)
34
Figure 11 -
0 10 20 30 40 50 60
(x, degrees
Inertial Tares During a Pitch-Up and Hold Maneuver (70 ° Delta Wing)
" _ _ • 71_' ,i_,__./.:•'i-:_-_,,_; ._._!_LI:;'¸ i'::': /:" • _/: ..' •: ',.: •
0.2
N, lbs
0.15
0.05
0
0.2,
N, lbs
0.15
0.05
0
10
ct = 15 ° to 55:*
k _ 0.04 i
DYNAMIC TESTS
70 ° Delta Wing
RUN 251 (V = 0.42 ft/sec)
RUN 253 (V._ = 0 ft/sec)
RUN 263 (NO WATER)
20 30
(_, degrees
a) 70 ° Delta Wing
DYNAMIC TESTS
F/A - 18
40 50 60
RUN 351 (V** = 0.42 ft/sec)
-----*--- RUN 380 (V** = 0 ft/sec)
0 10
Figure 12-
20 30 40
0% degrees
b) 1/32nd-Scale F/A-18
50 60 70
Inertial Tares During Pitch Oscillations
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i i •b••_ •: ....... : • ..... _••: ..... • •,
• ,:r :,),:: ,, _ .... :: :i ¸ , •
!_o_ _ Fllename Writing [iSOg_RAW
a) "Dynamic Data W/Motion" Panel
CURRENT DYNAMIC VALUES
36
b) "Dynamic Data Rate" Panel
Figure 13 - Software Front Panels Used During Dynamic Tests
/:ii/_::¸ ¸¸I: •:/ :¸ :
i 2
DYNAMIC TESTS
70 ° Delta Wing at I_ = 0°
.
C N
1.5
0.5'
C N
0 10 20 30 40 50
_, degrees
Figure 14 - Effect of Sampling Number on Dynamic Data
DYNAMIC TESTS
70 ° Delta Wing at l_ = 0 °
10000 s.amp./sec.
qo =i 0.064
0.5'
0 10
Figure 15-
BW => Buttekworth Fdter -
i FS => Sampling Frequency -
i FC => Cut-Off. Frequency
---s--- RUN 225 (BW, FS=10K, FC=5K)
-----o--- RUN 226 (BW, FS=10K, FC=2.5K)
RUN 227 (BW, FS=10K, FC=IK)
20 30 40 50 60
¢x, degrees
Effect of Digital Filter (Butterworth) on Dynamic Data
37
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C
in
DYNAMIC TESTS
70 ° Delta Wing at _ = 0 °
PITCH-.::UP AN_ HOLD
tx = 15 ° to 65 °
STATIC
RUN 511 (qo = 0.0069)
RUN 512 (qo = 0.0138)
----*-- RUN 513 (qo = 0.0290)
RUN 514 (qo = 0.0550)
0 10 20 30 40 50 60 70
t_, degrees
a) Hysteresis Loops in CN
0.4
0.3
0.2
0.1
0-t
-0.1
-0.2
-0.3
-0.4
DYNAMIC TESTS
70 ° Delta Wing at 13 = 0 °
.... I .... I .... I ...............
: i
RAMP..': AND HOLD ! _ __._¢_:_
.......... _"----t_'"'t_'65 ............... _----_ ............
....i ....................i ............] .................................
................................................................._ STATIC
_ RUN 511 (q0 = 0.0069)
.............................................................._ RUN 512 (q0 = 0.0138) .....
_ RUN 513 (q0 -- 0.0290)
..............................................................._ RUN 514 (qo -- 0.0550) .....
: i i i i i i tI I I I I i i i i i i i I I I I I I I I I I t i i I
0 10 20 30 40 50 60 70
_, degrees
b) Hysteresis Loops in Cm
Figure 16 - Effect of Pitch Rate on the Longitudinal Characteristics of the
70 ° Delta Wing During a Pitch-Up and Hold Maneuver
(
.... •:_ _•: i 7:
(Z
10
(Z
30
20
10-
0
0
DYNAMIC TESTS
70 ° Delta Wing
PITCH-UP A_ND HOLD
tx= 15 °ito 65 °
a---_..t.-..O:/sec_.. .................
---o--- ALPHA (%=0.0069)
ALPHA (%=0.0550)
CN (%=0.0069) L..
CN (%=0.0550)
40 80 120 160
TIME, see.
c) Angle of Attack and CN Time Histories
DYNAMIC TESTS
70 ° Delta Wing
PITCH-UP A_ND HOLD
a = 15 ° ito 65 °
0
20O
ALPHA (%=0.0069)
ALPHA (%=0.0550)
40 80 120 160
TIME, see.
d) Angle of Attack and Cm Time Histories
200
Figure 16 - Concluded
C N
C m
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C N
2
DYNAMIC TESTS
70 ° Delta Wing at 13 = 0 °
0 10 20
STATIC
------- RUN 518 (qo = 0.0069)
RUN 517 (q0 = 0.0138)
RUN 516 (qo = 0.0290)
RUN 515 (qo = 0.0550)
30 40
Ct, degrees
50 60 70
C
in
0
Figure 17 -
DYNAMIC TESTS
70 ° Delta Wing at I_ = 0 °
PITCH'DOWN AND HOLD
= 65 ° tb 15°
a = 1 °/seeZ
STATIC
RUN 518 (% = 0.0069)
RUN 517 (qo = 0.0138)
RUN 516 (qo = 0.0290)
RUN 515 (qo = 0.0550)
10 20 30 40 50 60 70
o_, degrees
Effect of Pitch Rate on the Longitudinal Characteristics of the
70 ° Delta Wing During a Pitch-Down and Hold Maneuver
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• : :: :_..... /i?_••__ _:• • •: •
C N
0
DYNAMIC TESTS
70 ° Delta Wing at 13 = 0 °
PITCH'UP AND.." HOLD
a _ 15° to 65 °
q0 = 0.020"
---¢-- STATIC
RUN 520 (a = 0.03 °/sec2)
---0-- RUN 521 (a = 0.2 °/sec2)
RUN 522 (a = 0.5 °/sec 2)
--'-- RUN 523 (a = 1.0 °/sec2)
0 10 20 30 40 50 60 70
(z, degrees
C
In
0.4-
0.3
0.2
0.1
0,
-0.1
-0.2
-0.3 -
-0.4-_
0
Figure 18 -
10
DYNAMIC TESTS
70 ° Delta Wing at 13 = 0 °
:
PITCH'UP AND HOLD i _, _ !
...............cr_"zs "'to--iis..............._.-.-.._ .................
+ STATIC --
RUN 520 (a = 0.03 °/sec2)
RUN 521 (a = 0.2 °/sec 2)
RUN 522 (a = 0.5 °/sec2) 4'
20 50 60 7030 40
c_, degrees
Effect of Acceleration on the Longitudinal Characteristics of the
70 ° Delta Wing During a Pitch-Up and Hold Maneuver
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' ,, i ,. :i _i:/¸I¸¸:_*"
2.5
2
C N
1.5
1
0.5
0
-0.5
DYNAMIC TESTS
70 ° Delta Wing at [3 = 0 °
RAMP AND HOLD::
C_ = 0_ to 45 ° :
..........qo.-----!-o.,o_-38.......i ..................................._ ............!........................
................................................i ' .........'i........................
] i t i $ i i i i i _ i i i i i i i i i i i [ i t i i i i i i i i i_1 [
0 10 20 30 40 50 60
_, degrees
0.4
0.3
C m 0.2
50% b 0.1-
04
DYNAMIC TESTS
70 ° Delta Wing
......... !......... !....................................
RAMP AND HOLD
........... ....... ............................
-0.1 ...........................................................................-me-- STATIC
RUN 336 ((xs
-0.2 .............................................................................+ RUN 337 ((_s
_ RUN 338 ((_s
-0.3 ............................................................................_i _ RUN 339 (0_s
-04 ........................... i......... , ......... i.
" I I I
0 10 20 30 40 50
_, degrees
Figure 19-
R
= 15 °)
= 20 °) _
= 25 °)
= 30 °) -
i i i i i i i i"
60
Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the 70 ° Delta Wing During a Pitch-Up and Hold Maneuver
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C N
C N
DYNAMIC WATER TUNNEL TESTS
70 ° Delta Wing
2.s L......... I.................................... !.........
_- SINE-WAVE i
t- k = 0i0376 !
2_ ......._-.--._-+rs.-°-.. .........._ ..................._.........._ .............................i........................
! i i/ _ i
1.5 ......................i ...............i ............._ ..........
1 ......................i .......................i-
0.5-_-- ................._ ...........i ........................_ RUN 291 (ct ° = 22_ ) .--
--- i
0 ...... i i _ RUN 250 (ct ° = 32°) -
RUN 251 ((_o = 37°)
-05 ........................... i ......... j ......... _..........
" I
0 10 20 30 40 50 60
ct, degrees
a) Water Tunnel Test
DYNAMIC WIND TUNNEL TESTS
70 ° Delta Wing
Figure 20 -
0 10 20 30 40 50 60
¢_, degrees
b) Wind Tunnel Test (Ref. 7)
Normal Force Variations During Pitch Oscillations about Different
Mean Angles of Attack ff-o at k = 0.0376 (70 ° Delta Wing)
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DYNAMIC TESTS
70 ° Delta Wing
6°tsxk_oWo_,:, __:.:_,(,_.olit_._
5o_......._.....---....._._...._ .............12
3°71'i............................i X '7t......................Tl
...............i ...............i ...............
lO .................... /o
0 50 100 150 200 250
TIME, see.
(X
DYNAMIC TESTS
70 ° Delta Wing
60 0.4
50 _ Cm (RUN 250) -0.3
10
0 50 100 150 200 250
TIME, see,
C
m
Figure 21 - Angle of Attack, CN and Cm Time Histories During a Pitch Oscillation
From ¢x = 14 ° to 50 ° at k = 0.0376 (70 ° Delta Wing)
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C
m
50% c
0.4
0.3
0.2
0.1-
04
-0.1 -
DYNAMIC WATER TUNNEL TESTS
70 ° Delta Wing
, i _ i i i b i J [ rl i , i I i ri I _ iii i i , i _l i J i _ i_ i i J i , i _ t i I q _ , _ J i i i i
SINE-W_VE I
....._-°_-_..._.._...0_¢_o.. .. ......_ ............_ ......_ .....................
iiiiiiiiiiiiiiiiiiiiiii!iiiiiiiiiii.............................. iiiiiiiii 
i......................__ ..
-0.2 ...........................................................................
-0.3 ...........................................................................
-0.4 t , , , r J , i , i , _ i i i , , , , i i i i J j , ,
i
0 10 20
RUN 291 (a °
RUN 290 (o_°
RUN 250 (o_°
RUN 251 (o_°
= 22 °)
= 27 °)
= 32 °)
= 37 °) .--
30 40 50 60
_, degrees
a) Water Tunnel Test (50% c)
C
m
40% _:
Figure 22 -
DYNAMIC WIND TUNNEL TESTS
70 ° Delta Wing
SINE-WAVE
0.3 ...... ..k.....-.....0.....0...3..7.6... .. .. ....................................................................................................
= ¢Xo+_180
0.2 ........................................................................................................................................................
Olo
-o.1 .....................................................................................................i i........................
---sTAtic]i
-0.2 ....................................................................................................._ +ao=27 °
-0.3 .................................................: ..............................................._ a° = 32°
: _ o_° = 37 °
-04 .................. _........................... I .........
" I l
0 10 20 30 40 50 60
a, degrees
b) Wind Tunnel Test (40% c, Ref. 7)
Pitching Moment Variations During Pitch Oscillations about Different
Mean Angles of Attack o[o at k = 0.0376 (70 ° Delta Wing)
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j
....' iliiI _! _ _
"_" i _ i_ i
2.5
DYNAMIC TESTS
70 ° Delta Wing
i , t i i , _ , , [ii , , i i _ i_ i , , , , i r , , r , _ , i , _ r i i i , , i , , i i _l , i r i i rl
SINE _AVE t
k = 0.0226
.....cz..-..%±18. °......................................................................................................................_]_
CN 1.5 ...........................
1
........................i : ...i..................i ..................j ......i.......................
o,5........................i.......................i .............._ ' '
...................... ! ..................................................
0 10 20 30 40 50 60
O% degrees
a) k = 0.0226
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_
C N
1.5
Figure 23 -
DYNAMIC TESTS
70 ° Delta Wing
SINE W._A VE
k = 0.0075
.±18.°.................
+ STATIC
RUN 307 (o_0
RUN 308 (a o
= 32 °)
= 37 °)
10 20 30 40 50 60
a, degrees
b) k = 0.0075
Effect of Frequency on the Normal Force During Pitch Oscillations
about Different Mean Angles of Attack ok) (70 ° Delta Wing)
• • • • •,, / _i•
% C N
overshoot
DYNAMIC TESTS
70 ° Delta Wing
40 ......... I ......... ! ......... I ......... r ......... :
PITCH oSCILLATIONS
0t = 15 ° to 55 ° :_
o!,,,".........................................!
0 0.02 0.04 0.06 0.08 O. 1
Reduced Frequency, k
a) Water Tunnel Test
tr_ CN 25
overshoot
Figure 24 -
DYNAMIC TESTS
70 ° Delta Wing
0 i F , i , i _ i i ! J t i i J , , i , i i i , 6 i _ i , , , r i i _ , , i
PITCH OSC .ILLATIONS
0t = 19 ° to 55 °
.................................................................................................................. . ......................................
20 ....................................i......................................i.................................... i ........................./7.......
15. i i m i
10_ii!!!i iii!ii ::ii
5- _
I Eidetics Water Tunnel
0 ......... _l ......... _i ......... i .........
0 0.01 0.02 0.03 0.04
Reduced Frequency, k
b) Comparison to Wind Tunnel Test (Ref. 7)
Percentage of Normal Force Overshoot During Pitch Oscillations
at Different Frequencies (70 ° Delta Wing)
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2C N
1.5
50-
0_
40
30
10
0
Figure 25 -
k = 0.0376
¢x = 19 ° to 55 °
DYNAMIC TESTS
70 ° Delta Wing
STATIC
-----o----RUN 309 (o_max=0.4778°/s, a=0.0582°/s 2)
RUN 310 (comax=0.5596°/s, a=0.0291°/s 2)
RUN 311 (o_max=0.4557°/s, a=0.1°/s 2)
RUN 312 (¢omax=0.4354°/s, a=0.5°/s 2)
RUN 313 (o3max=0.433 l°/s, a=l°/s 2)
10 20 30 40
degrees
a) CN Hysteresis Loops
50 60
DYNAMIC TESTS
70 ° Delta Wing
k = 0.03_76
¢x = 19 ° to155 _
ALPHA (RUN 310)
ALPHA (RUN 313)
CN RUN 310)
CN RUN 313)
60 120 180 240
TIME, see.
b) Angle of Attack and CN Time Histories
0
300
C N
Constant Period Pitch Oscillations at k = 0.0376 (70 ° Delta Wing)
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C N
(z
2.5
1.5
0.5--
0._
50
DYNAMIC TESTS
70 ° Delta Wing
f ......... f ......... I......... I...........................
CO= 0.5596°/sec i
O_= 19°ito 55 ° i
.......................!.........................F ......_ ....: ..................._ ........
.......................i'"_ .......i.............. _ RUN 251 (a=0.0291°/sec 2)
RUN 256 (a = 0.50°/se_ 2)
RUN 257 (a = 1.0°/sec 2)
10 20 30 40 50 60
_, degrees
a) CN Hysteresis Loops
DYNAMIC TESTS
70 ° Delta Wing
CO= 0._596°/sec
10
0
b)
Figure 26 -
50 100 150 200
TIME, see.
Angle of Attack and CN Time Histories
Effect of Acceleration During Pitch Oscillations
(70 ° Delta Wing, O)max = 0.56 deg/sec)
0
250
C N
49
CN
1
DYNAMIC TESTS
70 ° Delta Wing at [3 = 0 °
¢x = 19°ito 55 °
c_ = 1.i2°/sec
STATIC
RUN 325 (a = 0.058°/s 2)
RUN 324 (a = 0.5°/s 2)
RUN 326 (a = 1.0°/s 2)
10 20 30 40 50
o_, degrees
a) CN Hysteresis Loops
DYNAMIC TESTS
70 ° Delta Wing
60
50
(g
50
40
20
10
0
b)
Figure 27 -
30 60 90 120 150 180
TIME, see.
Angle of Attack and CN Time Histories
Effect of Acceleration During Pitch Oscillations
(70 ° Delta Wing, COmax = 1.12 deg/sec)
C N
11/17 '
C N
oc
DYNAMIC TESTS
70 ° Delta Wing at [3 = 0 °
CC = 19 ° to 55_
a = con., tant = 0.1 '/sec 2
+ STATIC
---0--- RUN 320 (co = 0.14°Is)
RUN 319 (co = 0.28°/s)
---0--- RUN 321 (co = 0.84°/s)
RUN 322 (co = 1.12°Is)
-----'-- RUN 323 (co = 1.68°/s)
10
a)
20 30 40
(x, degrees
CN Hysteresis Loops
DYNAMIC TESTS
70 ° Delta Wing
50 60
40 ......
10
0
ALPHA (RUN 320)
ALPHA (RUN 323)
i CX= 19 ° to 55 °
a = _onstant - 0.1°/sec 2
----,,---- CN (RUN 320)
CN (RUN 323)
100 200 300 400 500
TIME, see.
b) Angle of Attack and CN Time Histories
600
C N
Figure 28 - Effect of Maximum Angular Velocity During Pitch Oscillations
(70 ° Delta Wing, a = 0.1 deg/sec 2)
51
DYNAMIC
70 ° Delta
ct = i9 ° to 55 °
a = constant = l°/sec 2
TESTS
Wing
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C N
0
60
50
O_
30-
20
10
0
0
STATIC
---o-- RUN 243 (to=0.26°/sec)
RUN 239 (to=0.43°/sec)
RUN 245 (o3=0.80°/sec)
RUN 246 (_=l.60°/sec)
Figure 29 -
10 20 30 40
_, degrees
a) CN Hysteresis Loops
DYNAMIC TESTS
70 ° Delta Wing
50 60
60 120 180 240 300
TIME, see.
b) Angle of Attack and CN Time Histories
Effect of Maximum Angular Velocity During Pitch Oscillations
(70 ° Delta Wing, a = 1.0 deg/sec 2)
_•_ • • i • • _ . ,
_ •. L¸ :, • , •• ._ : _._
• ••_ •i¸ ••_•!ii •• :i¸: i¸•_i¸ , i'
: • ': , i:_,,!_4::/!,,ii_'
C N
2
-0.5
0
Cg= 16_ to 64 °
DYNAMIC TESTS
70 ° Delta Wing
STATIC
-----o--- RUN 303 (k = 0.0136)
RUN 301 (k = 0.0265)
RUN 302 (k = 0.0371)
-----------RUN 300 (k = 0.0742)
10 20 30 40 50 60 70
degrees
Figure 30 -
STATIC
-----------RUN 303 (k = 0.0136)
RUN 301 (k = 0.0265)
RUN 302 (k = 0.0371)
RUN 300 (k = 0.0742)
degrees
Effect of Frequency on the Longitudinal Characteristics During Large
Amplitude (o_ = 16 ° to 64 °) Pitch Oscillations (70 ° Delta Wing)
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CN
0
¢X = 16 ° to 64 °
10 20
DYNAMIC TESTS
70 ° Delta Wing
+ E1 (STATIC)
------a----HFF Water Tunnel (STATIC)
EI (RUN 301, k = 0.0265)
---*--- HFF Water Tunnel (k = 0.0265)
30 40
ct, degrees
a) k = 0.0265
50 60 70
54
C N
-0.5
0
Figure 31 -
DYNAMIC TESTS
70 ° Delta Wing
+ EI (STATIC)
-----a--- HFF Water Tunnel (STATIC)
---------- EI (RUN 300, k = 0.0742)
-----*--- HFF Water Tunnel (k = 0.0742)
10 20 30 40 50 60 70
ix, degrees
b) k = 0.0742
Comparison of Water Tunnel Data to Results from Ref. 5 for Large
Amplitude Pitch Oscillations (70 ° Delta Wing)
C N
= 15 ° to 65'
DYNAMIC TESTS
F/A-18
0 10 20 50 60 70
RUN 348 (STATIC)
RUN 371 (qo = 0.0061)
RUN 370 (% = 0.0120)
-----*-- RUN 366 (qo = 0.0182)
I I
30 40
degrees
DYNAMIC TESTS
F/A-18
C
m
Figure 32 -
RUN 348 (STATIC)
-----o--- RUN 371 (qo = 0.0061)
RUN 370 (qo = 0.0120)
RUN 366 (qo -_ 0.0182)
:_ = 15°!to 65 °
0 10 20 30 40 50 60 70
o% degrees
Effect of Pitch Rate on the Normal Force and Pitching and Yawing
Moments During a Pitch-Up and Hold Maneuver (F/A-18)
55
/:,_' i.:_i i ¸:, : ,
C
CX = 15 ° to 65 °
DYNAMIC TESTS
F/A- 18
RUN 348 (STATIC)
RUN 371 (qo = 0.0061)
RUN 370 (qo = 0.0120)
RUN 366 (qo = 0.0182)
0 10 20 30
(x, degrees
Figure 32 - Concluded
i i
70
DYNAMIC TESTS
F/A- 18
60
50
¢X = 15 °ito 65 °
"----O---- ALPHA (RUN 371, q0 = 0.0061)
ALPHA (RUN 366, q0 = 0.0182)
"---"*---- CN (RUN 371, q0 = 0.0061)
CN (RUN 366, qo = 0.0182)
C N
56
0
Figure 33 -
30 60 90 120 150
TIME, see.
a) Angle of Attack and CN
Force/Moment and Angle of Attack Time Histories During a
Pitch-Up and Hold Maneuver (F/A-18)
k
7O
60
DYNAMIC TESTS
F/A-18
Cm (RUN 371, qo = 0.0061)
Cm (RUN 366, qo = 0.0182) C
in
40 ....................... -...
30
10
Ct = 15 °ito 60 °
q0 = 0,'.0182
0 3O
b)
----o-- ALPHA (RUN 371, qo = 0.0061)
ALPHA (RUN 366, qo = 0.0182)
60 90
TIME, see.
Angle of Attack and Cm
120
.... 0.6
-0.8
150
60
0_ 50
10-
0
Ct = 15° to 65 °
:
30
DYNAMIC TESTS
F/A-18
Cn (RUN 371, qo = 0.0061)
Cn (RUN 366, qo = 0.0182)
----o---- ALPHA (RUN 371, qo = 0.0061)
ALPHA (RUN 366, qo = 0.0182)
60 90
TIME, see.
c) Angle of Attack and Cn
Figure 33 - Concluded
120
2
C
n
-0
-0.06
150
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C N
3.5
3
2.5
2
1.5
1
0.5
DYNAMIC TESTS
F/A-18
+ RUN 348 (,
RUN 366 (a s = 150)
RUN 367 (o_s = 20 °)
RUN 368 (or s = 30 °)
------- RUN 369 (or s = 40 °)
-0.5
-10 0 10 20 30 40 50 60 70
cx, degrees
C
m
Figure 34 -
0 10 20 30 40 50 60 70
o_, degrees
Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the F/A- 18 During a Pitch-Up and Hold Maneuver
58
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C N
3.5
3
tX = !5 ° to tXti
qo = 0.1]I82
DYNAMIC TESTS
F/A-18
RUN 348 (STATIC)
-----o---- RUN 373 (o_f = 55 °)
RUN 372 (O_f = 60 °)
----*-- RUN 366 (txf = 65 °)
0 10 20 30 40 50 60 70
CZ, degrees
C
m
DYNAMIC TESTS
F/A-18
o.4 .... I .... ! .... ! .... I .... I .... I .... ! ....
RUN 348 (STATIC) ct = 15_ to czf
0.3 _ RUN 373 (o_f -- 55 °) ........................................ qo----_---d_-01-82 ......
0.2- _RUN372(_f=60 °) ...:........................................................................
---*---- RUN 366 ((Xf = 65 °)
0.1 .....................................................................................................................................................
iiiiiiiiil..iiiltii!!!!!!!!!iiiiiiiii;iiiiiiiil;iil;;i;;;;il;iiiiiiiii..................i .....i ii .............-
iiiiii ......-" ...
.... I , _ , , I .... I .... I,, , , 1 .... I .... i .... "
I 1 I I I I I
-10 0 10 20 30 40 50 60 70
_
-0.1
-0.2
-0.3
-0.4
_, degrees
Figure 35 - Effect of Ending Angle of Attack on the Longitudinal Characteristics
of the F/A-18 During a Pitch-Up and Hold Maneuver
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Figure 36 - Effect of Acceleration on the Longitudinal Characteristics of the
F/A-18 During a Pitch-Up and Hold Maneuver
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Figure 37 - Effect of Pitch Rate on the Longitudinal Characteristics of the F/A-18
During a Pitch-Down and Hold Maneuver
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Figure 38 - Persistence of Normal Force During Pitch-Up/Down and Hold Maneuvers
(F/A-18, Comparison to Wind Tunnel Test, Ref. 8)
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Figure 39 - Effect of Starting Angle of Attack on the Longitudinal Characteristics
of the F/A-18 During a Pitch-Down and Hold Maneuver
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Figure 43 - Percentage of Normal Force Overshoot During Pitch Oscillations
at Different Frequencies (F/A-18)
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Figure 47 - Hysteresis Loops During Yaw Oscillations
(F/A- 18, o_= 30 °)
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Rolling Moment Variations During Roll Oscillations
(80 ° Delta Wing, o_ = 35 °, k = 0.1)
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(80 ° Delta Wing, o_ = 35 °, k = 0.48)
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Figure 56 - Longitudinal and Directional Characteristics Variations During
Roll Oscillations (80 ° Delta Wing, o_ = 35 °, k = 0.1)
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Figure 59 - Normal and Side Force Hysteresis Loops During Roll Oscillations
(80 ° Delta Wing, tx = 35 °, k = 0.1)
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Figure 61 - Normal and Side Force Hysteresis Loops During Roll Oscillations
(80 ° Delta Wing, o_ = 35 °, k = 0.9)
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Figure 62 - Roll Angle and Force/Moment Time Histories During Roll Oscillations
(F/A-18, ot = 40 °, k = 0.025)
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Figure 63 - Roll Angle and Force/Moment Time Histories During Roll Oscillations
(F/A-18, cc = 40 °, k = 0.050)
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Roll Angle and Force/Moment Time Histories During Roll Oscillations
(F/A- 18, o_ = 40 °, k = 0.10)
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Figure 65 - Rolling Moment Hysteresis Loops During Roll Oscillations
(F/A- 18, ot = 40 °)
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Figure 68 - Rolling Moment Variations During Large Amplitude Roll Oscillations at
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Hysteresis Loops During Large Amplitude Roll Oscillations
(F/A-18, ot = 20 °, k = 0.040)
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Figure 70 - Software Front Panels Used During Rotary-Balance Tests
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Figure 71 - Results of Static Experiments on the 1/48th-Scale F/A-18 Model
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Figure 71 - Continued
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Figure 72 - Results of Rotary-Balance Tests at o_ = 30 ° (1/48th-Scale F/A-18 Model)
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Figure 73 - Flow Visualization During Rotary-Balance Tests at o_ = 30 °
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Figure 74 - Flow Visualization During Rotary-Balance Tests at ct = 50 °
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Figure 75 - Results of Rotary-Balance Tests at o_ = 50 ° (1/48th-Scale F/A-18 Model)
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Figure 76 - Results of Rotary-Balance Tests at o_ = 50 ° (1/48th-Scale F/A-18 Model)
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